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TO CRAFTSMEN 
| AND USERS OF TOOLS. 


ECORD TOOLS are manufactured at our Works in 

Sheffield, England, and this Catalogue gives details as to 

designs, types, dimensions, etc., of our complete range 
of products. 


During the past few years we have brought out many additional 
tools entirely new in design and function which will appeal to the 
most exacting craftsman and user of tools. 


Users should also remember that we have a Technical Depart- 
ment constantly scrutinizing the performance of Record Tools, 
and from time to time improvements are introduced to meet the 
conditions of modern practice. 


We pledge ourselves to give satisfaction in regard to Record 
Tools and prompt service in the supply of Spare Parts. 


We are always pleased to receive suggestions from Craftsmen 
eed Users, and are prepared to offer our advice to those who are 
terested in the use of our tools. 


Our facilities for testing any Tool or mechanical principle are 
@ the disposal of designers and we welcome direct communications 
‘Wiech contribute to the advancement of knowledge relating to 


Co&s\Heskta: 


This Catalogue is divided into 
the following Sections: 


Pages 
Section |. Planes and Spoke Shaves. 6-62 


2. Hand Drills and Breast 64-7! 
Drills. 


3. Vices for Metal and Wood. 74-106 


4. Pipe Vices, Wrenches and 108-122 © 
Cutters. 


5. Bolt Clippers. 124-130 


6. Cramps, Jacks and Plumb 132-!4! 
Bobs. 


SEC THON. 


RECORD 
ADJUSTABLE IRON PLANES 


Made in England. 


GENERAL SPECIFICATION. 


Record Planes are made in a comprehensive range of patterns 
and sizes suitable for all purposes. They embody many notable 
improvements and are produced throughout with the greatest 
care and accuracy, which constitute guarantee of unsurpassed 
quality. 

An outstanding feature in all Record Planes is the TUNGSTEN 
STEEL Cutting Iron, which is the outcome of extensive research 
and tests which have been made with the object of producing a 
Steel which will retain its fine cutting-edge considerably longer 
than the Steel Cutters usually supplied in Planes. 


This Cutting Iron is hardened and tempered under 
scientific control, which ensures accuracy and uniformity. It is 
precision-ground all over, and is tested and guaranteed to be the 
right temper. 


The Lever Cap and all the small screws and parts are Nickel- 
plated. 


The Handle and Knob are made of genuine Rosewood, which 
is carefully selected for its beautiful colour and grain. 


The Body is finished cellulose blue, and the base and sides are 
machine-ground and polished. 


All parts are interchangeable, and Spare Irons and other parts 
can be supplied. 


RECORD 
ADJUSTABLE 
IRON PLANES 


CONSTRUCTION. 


The Body is 
made of high- 
grade Cast Iron 
of guaranteed 
strength, and is 
ribbed where 
necessary to 
ensure rigidity. 

The illustration shows how the machined faces of the Frog bed 
firmly on to similar machined faces on the Body and are securely 
fastened in position by the two Frog Screws, which in effect makes 
the Frog solid with the Body and prevents chattering. 

The Iron Cut Adjustment is accurately made to give very fine 
adjustment for cutting. 

The Lateral Adjusting Lever is fitted with a turned Steel Roller 
for smooth working. 

The genuine Rosewood Handle and Knob are fastened to the 
Body by Steel Studs with Brass Cap Nuts. 


ee NT. 
The Cap Iron i is, of course, adjustable on the Cutting Iron to 
give correct settings for fine or coarse cutting. 

. The width of the effective mouth, 7.e., the distance from the 
Cutting Edge of the Iron to the forward edge of the mouth, can 
be regulated as required for fine or coarse cutting by loosening 
the two Frog Screws A (see sketch) and turning the Adjusting 
Screw B until the correct setting is obtained, and afterwards 
tightening the two Frog Screws A. 

. The Cutting Edge of the Iron can be adjusted parallel to the 
base of the Body by the Lateral Adjusting Lever C 

4. The depth of cut is adjusted by the Brass Nut D. 


GRINDING. 


The correct angle 
for grinding the 
Bevel on Record 
Plane Irons is 25°, 
and a line gauge for 
this purpose is 
stamped on the Cap RIG 
Iron and should be 
used as shown on 


right :— 


RECORD 
ADJUSTABLE IRON PLANES 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons. 


End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Rosewood. 
Lever Caps and Small Screws Nickel Plated. 


MADE IN ENCLANO 


Net Price Length of Cutter Weight 
Complete Inches Inches Pounds 


Smooth 


(> 


ee 
(ay _... 


RECORD JACK PLANES. 


Net Price Length of Cutter Weight 
Complete Inches Inches Pounds 


Jack 15/6 14 2 43 
Jack 18/- 15 23 62 


Plane Irons and Plane Parts on pages 50 and 56. 


RECORD 
ADJUSTABLE IRON PLANES 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons. 


End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Rosewood. 
Lever Caps and Small Screws Nickel Plated. 


Width 
Net Price Length of Cutter Weight 
Complete Inches Inches Pounds 


20/- 18 


25/- 22 
30/- 24 


RECORD RABBET PLANES 


For ‘Carriage Makers, 


These Planes have Malleable Iron Bodies, and are practically 
unbreakable. 


Plane Net Price Length Cutter 
No. Complete Inches Inches Pounds 


0104 21/6 9 24 3 
010 23/- 13 21 4} 


Plane Irons and Plane Parts on pages 50, 51 and 56. 


RECORD 
ADJUSTABLE IRON PLANES 


With Warranted Best Crucible Cast 
TUNGSTEN STEEL Cutting Irons. 


End and Side Adjustment of Cutters. 


Handles and Knobs of Selected Rosewood. 
Lever Cap and Small Screws, Nickel-plated. 


RECORD PLANES with CORRUGATED BASE. 


Width 


Plane Type Net Price Length of Cutter Weight 
No. Complete Inches Inches Pounds 


Smooth 13/- 
Smooth 13/3 
Smooth 13/6 
Smooth 16/6 


Jack 16/6 
Jack 19/6 


h Fore 21/6 
Jointer 27/~- 
Jointer 32/- 


Plane Irons on page 50. 


RECORD 
ADJUSTABLE IRON PLANES 


Fitted with STAY-SET CAP IRON. 
(Patent No. 362,743). 


The following Planes, which are fitted with STAY-SET Cap 
Irons, are identical in every respect with the Planes shown on n the 
preceding pages with the exception of the Cap Iron. 


SECTION SHOWING 
3 POINT PRESSURE 
ON CUTTING IRON. 


The Record STAY-SET Cap Iron is an important improvement 


to Adjustable Iron Planes, the advantages of which are as follows :— 


1. The Cutter can be honed or sharpened 
without unscrewing or removing the 
Cap Iron. The Deflector is simply 
lifted clear of the Cutter to allow it to 
be sharpened, and when replaced the 
same setting is maintained without any 
adjustment. 


The Cutter can be honed many times 
before it is necessary to reset the Cap 
Iron. 


. The application of the pressure at three 
points on the Cutting Iron adds greatly 
to the rigidity of the Plane, and elimi- 
nates all possibility of chatter. 


. The STAY-SET Cap Iron is greater in 
thickness and is in close contact with 
the Cutting Iron for the whole of its 
length, which greatly increases the 
solidity and firmness of the entire 
cutting unit. 

The extra thickness of the Cap Iron 
also provides for a longer threaded hole 
for the cap screw. 


RECORD 
ADJUSTABLE IRON PLANES 


Fitted with STAY-SET Cap Irons 
and with Tungsten Steel Cutters. 


End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Rosewood. 
Lever Caps and Small Screws Nickel Plated, 


A dl 


RECORD 
MADE I# ENGLAND 


RECORD SMOOTH PLANES, with STAY-SET Cap Irons. 


P Width 
hi Type Net Price Length of Cutter Weight 
N Complete Inches Inches Pounds 


Smooth 


Smooth 


Plane Irons and Plane Parts on pages 50 and 56. 
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RECORD 
aps USTABLE IRON PLANES 


Fitted with STAY-SET Cap Irons 
and with Tungsten Steel Cutters, 
End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Rosewood. 
Lever Caps and Small Screws Nickel Plated. 


RECORD JACK PLANES, with STAY-SET Cap Irons. 


Plane Type Net Price Length of Cutter Weight 
No. Complete Inches Inches Pounds 


05-SS Jack 15/6 14 2 43 
054-SS| Jack 18/— 15 2t 6} 


RECORD FORE AND JOINTER PLANES, with STAY-SET 
Cap Irons, 
Width 


Type Net Price Length of Cutter Weight 
Complete Inches Inches Pounds 


06-SS | Fore ~ 20/— 18 72 
07-SS | Jointer 25/—= 22 8 
08-SS | Jointer 30/- 24 : 93 


Plane Irons and Plane Parts on pages 50 and 56. 
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RECORD 
ADJUSTABLE IRON/ PLANES 


Fitted with STAY-SET Cap Irons 
and Tungsten Steel Cutters. 


End and Side Adjustment of Cutters. 
Handles and Knobs of Selected Rosewood. 
Lever Cap and Small Screws, Nickel Plated. 


RECORD PLANES with CORRUGATED BASE and with 
STAY-SET Cap Irons. 


Width 
Type Net Price Length of Cutter Weight 
Complete Inches Inches Pounds 


Smooth 13/- 
Smooth 13/3 
Smooth 13/6 


Smooth 16/6 


Jack 16/6 
Jack 19/6 


Fore 21/6 
Jointer 27/- 
Jointer 32/- 


Plane Irons on page 50. 
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RECORD 
SKEW RABBET PLANE 


With Adjustable Depth Gauge and 
Tungsten Steel Cutter. 


The skew cutter in this Plane, together with the perfect balance, 
ensures smooth cutting with very little effort. 


It will lie perfectly flat on either side, and is fitted with an 
Adjustable Depth Gauge which can be detached when necessary. 


The skew cutter also enables the Plane to be used for rabbeting 
across the grain. 


Width 
Net Price Length of Cutter Weight 
Complete Inches Inches Pounds 


af 13 23 
13 2? 
12 3 


Plane Irons on page 52 


RECORD DUPLEX RABBET and 
FILLETSTER PLANES, No. 078 


No. 078 Plane has two positions for the Cutter, one for ordinary 
work, and the other for bull-nose work. 


It is fitted with a hardened steel spur, an adjustable depth gauge 
which is removable, and an adjustable Fence which can be used on 
either side of the Plane. 


This Plane is adaptable for many other purposes besides 
Rabbeting when the Fence and Arm are removed. The Cutter, 
when used in the rear position, is adjusted endwise by a lever. 


The base and sides are ground and polished, and the fittings 
Nickel-plated. 
83” long. 1}” Cutter. Weight, 3 lbs. 


NET PRICE COMPLETE, 10/6. 


RECORD BULL-NOSE 
RABBET PLANES, No. 075 


For planing into corners and difficult positions. The Mouth is 
adjustable. , 
4” long. 1” Cutter. Weight, 2 lb. 


NET PRICE COMPLETE, 2/3. 
Plane Irons and Plane Parts on pages 51 and 57. 


RECORD 
BULL-NOSE RABBET PLANES 


No. 076. Non-Adjustable. 
The base and sides of these Planes are accurately machined 
and ground. They are fitted with Tungsten Steel Cutters. 
4” long. 12” Cutter. Weight, 1 lb. 
NET PRICE COMPLETE, 5/6. 


No. 077. Adjustable. Rustless Plated. 
These Planes are for fine work where extreme accuracy is 
required. 
The base and sides are accurately machined and ground. 
They have Screw Adjustment for regulating the depth of cut, 
and are fitted with TUNGSTEN STEEL Cutters. 
4” long. 1” Cutter. Weight, 1} lbs. 
NET PRICE COMPLETE, 9/6. 


Plane Irons and Plane Parts on pages 51 and 58. 
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RECORD IMPROVED 
BULL-NOSE RABBET PLANES 


No. 077A. Rustless Plated. 


With Cutter and Mouth Adjustment and 
Detachable Nose. 


This Plane is for fine work where extreme accuracy is required. 
The bottom and sides are accurately machined and ground. 


An improved Adjustable Mouth has been embodied in this 
Plane by fitting two steel distance pieces in between the Detachable 


Nose and the Plane Body, which gives four varying openings for 
fine or coarse work. 


It can be used as a Chisel Plane by removing the Nose. 


It has Screw Adjustment for regulating the depth of cut, and is 
fitted with TUNGSTEN STEEL Cutter. 


4” long. 1}” Cutter. Weight, 14 lbs. 
NET PRICE COMPLETE, 10/6. 


Plane Irons and Plane Parts on pages 51 and 58, 


RECORD ‘“THREE-IN-ONE” 


BULL NOSE and 
SHOULDER RABBET PLANES 
No. 311 


With Cutter Adjustment. 


RECORD 
No. 3il 


Rustless Plated. 


Record ‘‘Three-in-One” Plane—Shoulder Rabbet, Bull Nose 
Rabbet and Chisel Plane. 


These Planes have screw adjustment on the cutter for 
regulating the depth of cut and are fitted with Tungsten Steel 
Cutters. 

6” long. 1}” Cutter. Weight, 2 lbs. 


NET PRICE COMPLETE, 15/6. 


Plane Irons on page 51. 
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RECORD IMPROVED 
SHOULDER RABBET PLANES 


With Cutter and Mouth Adjustment. 
Rustless Plated. 


> 


RECORD 
o72 
MADE IN ENGLAND 


These Planes are for very fine and accurate work. The base 
and sides are accurately machined and ground. They will lie quite 
flat on either side, and can be used both right and left hand. 


An improved Screw Adjustment to the Mouth has been 
embodied in these Planes, Nos. 072, 073 and 074, which gives a 
wide range of adjustment for either fine or coarse work. 


They have Screw Adjustment on the Cutter for regulating the 
depth of cut, and are fitted with TUNGSTEN STEEL Cutters. 


Width of 
Net Price Length Cutter Weight 
Complete Inches Inches Pounds 


11/6 akc ae 1} 
16/6 23 
19/6 
22/6 
25/6 


* Nos. 041 and 042 are made only with Non-Adjustable 
Mouth. 


Plane Irons and Plane Parts on pages 51 and 58. 


RECORD 


SIDE RABBET PLANES 
No. 2506 


Rustless Plated. 
For side rabbeting and cleaning grooves in mouldings, etc. 
The Nose can be removed for working close up into corners. 
Weight, ? lb. 
NET PRICE COMPLETE, 8/-. 


No. 2506S 


Same as above, but with adjustable and reversible Depth Stop 
fitted to the base. 
Weight, } lb. 


NET PRICE COMPLETE, 10/-. 


RECORD BULL-NOSE RABBET. 
PLANES, No. 1366 


ZA 


Rustless Plated, with Rosewood Wedge. 
3” long. 8” Cutter. Weight, } lb. 
NET PRICE COMPLETE, 5/6. 


Plane Irons on page 51. 
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RECORD CIRCULAR PLANES 


These Circular Planes are fitted with flexible spring steel faces 
for planing concave and convex surfaces. End and Side Adjust- 
ment of Cutters. 


No. 020 


The steel face of No. 020 Plane is anchored at each end to the 
body, and is screw adjusted from the centre. Frame provides 
handles at both ends. 


10” long. 1?” Cutter. Weight, 3? Ibs. 
NET PRICE COMPLETE, 27/-. 


The steel face of No. 0113 Plane is anchored to the Plane Body 
in the centre and adjusted at the ends by means of a screw controlling 
the two levers. The toothed segment plates are graduated to 
provide for setting to correct radii. 


10” long. 12” Cutter. Weight, 33 lbs. 
NET PRICE COMPLETE, 27/-. 


Plane Irons and Plane Parts on pages 51 and 59. 


RECORD SCRUB PLANES 


( 


MADE IN ENGLAND 


This Plane is used for coarse work such as “hogging” down 
timber to rough dimensions. 


The cutter is of extra thickness and the cutting edge is rounded 
for heavy work. Handle and knob are of beechwood. 


10%” long. 14” Cutter. Weight, 24 lbs. 
NET PRICE COMPLETE, 10/6. 
Plane Irons on page 52. 


RECORD ROUTER PLANES 


TN ‘lm SSE 
& é RG 


These Planes are for cutting grooves, etc., parallel to the surface 
of the work. 


Two holes are provided in the body into which the cutter can 
be inserted. 
}” width of Cutter. Weight, $ lb. 
NET PRICE COMPLETE, 2/9. 


Plane Irons on page 51. 


RECORD ROUTER PLANES 
No. 07 | 


With OPEN THROAT. With Improved Adjustable Fence. 


These Planes are for cutting grooves, etc., parallel to the surface 
of the work.. The new improved Fence enables grooves to be cut 
parallel to the edge of the work whether straight or circular. 


The Fence is adjustable and can be used either right or left 
hand. 


The Cutters are adjustable by Screw Feed, and can be secured 
on the front of the Cutter Post for general work or on the back for 
Bull Nose work. 


For narrow surfaces there is an Adjustable Shoe and Gauge for 
closing the throat and also for regulating the depth of cut. 


An extra wooden bottom can be attached to the Plane for 
routering wide grooves. 


7’ long. Beech Knobs. 
3 Cutters, }’, }”, and 
Smoothing Cutter. 
Weight, 2} Ibs. 
NET PRICE 
COMPLETE, 15/-. 


Showing Fence in position. 


Plane Irons and Plane Parts on pages 51 and 59. 
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RECORD ROUTER PLANES 
No. 0714 


With CLOSED THROAT. With Improved Adjustable Fence. 


| These Planes are for cutting grooves, etc., parallel to the surface 
of the work. The new improved Fence enables grooves to be cut 
parallel to the edge of the work whether straight or circular. 


The Fence is adjustable and can be used either right or left hand. 


The Cutters are adjustable by Screw Feed, and can be secured 
on the front of the Cutter Post for general work or on the back for 
Bull Nose work. 


An extra wooden bottom can be attached to the Plane for 
routering wide grooves. 


7%’ long. Beech Knobs. 


3 Cutters, }”, $”, and Smoothing 
Cutter. 


Weight, 2 lbs. 
NET PRICE COMPLETE, 
1 


* 


Showing Fence in position. 


Plane Irons and Plane Parts on pages 51 and 59. 
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RECORD PLOUGH PLANES 


Record Plough Plane, No. 040, with 3 Tungsten Steel Cutters. 

This Plane is suitable for grooving for Plywood Panels, etc. 
It is fitted with Adjustable Depth Gauge and Single Arm Fence, 
and will cut grooves 4” deep up to 3” from edge. 


Three Plough Cutters are supplied with each Plane, viz., }’, 
*”s and }. 


Body, Blue cellulosed. Nickel Plated Fittings. 
53” long. Weight, 1 lb. 
NET PRICE COMPLETE .. 6/6. 


Record Plough Plane, No. 043, with 3 Tungsten Steel Cutters. 
Rustless Plated. 


This Plane is suitable for grooving for Plywood Panels, etc. 
It is fitted with Adjustable Depth Gauge and Double Arm 
Bridged Fence, and will cut grooves 4” deep up to 4” from edge. 

Three Plough Cutters are supplied with each Plane, viz., }’, 


$y”, and £”. 
53” long. Weight, 1} lbs. 
NET PRICE COMPLETE .. 9/6. 


ADDITIONAL CUTTERS for above Planes. 
For grooving for Plywood Panels, etc., Cutters of millimetre 
width are available as below :— 
Size a a 4 6 9 12 m/m wide. 
Each, net a 1/3 1/3 1/9 1/9 
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RECORD PLOUGH PLANES 
Nos. 040 and 043 


The cross sections illustrated are examples of work which can 
be performed by the No. 040 and 043 Planes. Plane No. 043 has a 
greater capacity from the edge of the wood and can be used either | 
mht or left hand. Both Planes will plough end grain as well as | 

grain. The narrow face of the fence allows narrow boards to 
be ploughed in the Vice. When a deep fence is required, a parallel 
Silet of hard wood can be screwed on to the fence. 


06 25438 
ee 
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RECORD PLOUGH PLANE 
No. 044 


With Screw Adjustment to Cutter. 


Rustless Plated. 


No, 044 Plough Plane with 8 Tungsten Steel Cutters. 


This Plane is fitted with Adjustable Depth Gauge, Double 
Arm adjustable Bridged Fence and 2 pairs of Fence Arms (long and 
short), and will cut grooves 2?” deep up to 5” from edge. 

Screw adjustment is fitted to the Cutter which enables it to be 
fed into the work with an accurate and easy control. 


Eight Plough Cutters are supplied with each Plane, as 
illustrated. 


84” long. Weight, 2 lbs. 
NET PRICE COMPLETE .. 17/6! 


I 


Pp Pp Pp 
ae | 5 ny 
SbB2%26 2 @ 
Price for EXTRA Cutters— 
1/—- 1/- 1/3 1/3 1/9 {1/9 1/9 1/9 each. 


ADDITIONAL CUTTERS of millimetre width for grooving for 
Plywood Panels, etc., are available, as below :— 


Size a ie 6 9 12 m/m wide. 
Each, net ae 1/3 1/3 1/9 1/9 
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RECORD PLOUGH ~PLEANE 
No. 044 


The cross sections illustrate examples of work which can be 
performed with the No. 044 Plane. The fence can be used on 
either side, and the face of the fence can be increased in depth by 
screwing on a hard wood fillet. AH cuts made by the Nos. 040 
and 043 Planes can also be made with the No. 044, and many 
more in addition, due to greater capacity and more cutters. 


OS | 


2 


ioSkeos 6b 4 


Modern Aychifrave 


Proportion 6 suiF work 


RECORD PLOUGH PLANE 


Modem Trealment 


Corner 


No. 044 


Plough X Rabbet Ye Z 


ae 
Plough up [6 IG or 
wider af Two culs 


Modern Astragals 
Gut from edge of 
wider board; sever 
wilh fine saw 


Meeling Doors 


Plough.A B.C 
Rabboer_£, D. 


RECORD IMPROVED 


COMBINATION PLANE 
No. 050A. 


With Cutter Screw Adjustment and 
Narrow Cutter Clamping Bracket. 


NARROW CUTTER CLAMPING BRACKET 
WITH §” AND %” PLOUGH CUTTERS 
FOR RECORD COMBINATION PLANE No.O50, 


The No. 050A Record Combination Plane is a combined tool 
which will perform most planing operations generally required in 
cabinet making and joinery. 

1. Ploughing. 4. Centre Beading. 
2. Dadoing. 5. Rabbeting and Filletstering. 
3. Beading. 6. Tonguing and Grooving. 

It is fitted with spurs for cross-grain work, adjustable depth 
gauge, double arm adjustable bridged fence, beading stop and also 
shaving deflector for use when tonguing. 

It will plough or rabbet 4” deep up to 5” from edge. 

The face of the fence can be increased in depth by screwing 
on a hardwood fillet. 

The Record Improved Combination Plane is fitted with Screw 
Adjustment to the Cutter, which enables it to be fed into the 
work with an accurate and easy control. 

The plane is Rustless Plated and is contained in an attractive 
and substantial box with compartments for each loose part. 

A complete set of 15 Cutters, as illustrated on page 32 is 
supplied with this Plane, and in addition a Clamping Bracket and a 
Plough Cutter, each }” and 7” wide. With this improved feature 
grooves narrower than }” can be ploughed suitable for plywood 
panels, etc. 

93” long. Weight, 3? lbs. 
NET PRICE COMPLETE .. 30/-. 


Plane Parts on Page 60 


RECORD IMPROVED 
COMBINATION PLANE No. 050 


With Screw Adjustment to Cutter. 


The No. 050 Combination Plane is the same as the No. 050A 
but without the Cutter Clamping Bracket and }” and 7” Plough 
Cutters. 

No. 050 Plane with 15 Cutters. 
91” long. Weight, 34 lbs. 


NET PRICE COMPLETE .. 27/6. 


The following Cutters are supplied with Record Improved Com- 
bination Planes, but should extra Cutters be required, they are 
available at extra charge. 


. cB 3 cB cT = > 
- if 2 
z iz FA a lo 8 4 43 & 6 Zz 2 
Price for EXTRA Cutters— 
2/- 2/- 1/9 1/9 1/3 1/3 1/3 4/3 1/3 1/3 1/9 1/9 1/9 1/9 2/-each. 


Plough Cutters, }” C.P. and Pall C.P. for use with (eee 
Brackets: os L/3ceaees 


if = 
| Hi 
a diag) 
ri 


ADDITIONAL CUTTERS of millimetre width for grooving 
for Plywood Panels, etc., are available, as below :— 
Size et ive 4 6 9 12 m/m wide. 
Price each se i bis} 173 1/9 1/9 


Tonguing Cutters, }” and +”, are available .. .. 4/3 each. 


NARROW CUTTER 
CLAMPING BRACKET 


For use with the No. 050 Record Combination Plane. 


This Cutter Clamping Bracket, together with a }” and +” 
Cutter, is the same as is fitted to the No. 050A Plane. 


This attachment with the two Cutters can be supplied to 
convert the No. 050 Plane into a No. 050A. 


NET PRICE COMPLETE, 3/- 


Plane Parts on page 60. 
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RECORD IMPROVED 


COMBINATION PLANES 
Nos. 050 and 050A 


The cross sections illustrated are suggestive of cuts which 
can be made with the No. 050 and 050A Planes, and also indicate 
the methods. In addition, all cuts shown for No. 044 and smaller 


Plough Planes can be made with these Combination Planes. 
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RECORD IMPROVED 
COMBINATION PLANES 


Gut Bead aflér Tongue 
(use Beading Gauge) 


Half a Bead cul on edge 
a of separale board 
-. ae = 


pes 


Saw of for Round 


Finish wilh Jack Plane. 


aor ae Archilvave 
cod dor %Bead 


Rene! Moulding Electric Cable Casing Dado Rail 


DADO CUTS, i.e., grooves across the grain, can also be 
performed with these Planes. 
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RECORD MULTI-PLANE 
No. 405. 


With 23 Tungsten Steel Cutters. 


The Record Multi-Plane, as the name implies, will perform 
many planing operations required by the Cabinet Maker and Joiner. 


1. Ploughing. 5. Rabbeting and Filletstering. 
2. Dadoing. 6. Match Planing. 

3. Beading. 7. Sash Planing. 

4. Centre Beading. 8. Slitting. 


The Record Multi-Plane possesses the following features :— 
Screw Adjustment to the Cutter, 
Screw Adjustment to the Fence. 
Screw Adjustment to the Depth Gauge. 
2 sets of Arms (Long and Short). 
Beading Stop. 
Slitting Cutter Stop. 
Sliding Section Depth Gauge. 
Cam Steady. 
Spurs for Cross Grain Work. 


The metal parts are all Rustless Plated, and the Handle, Knob 
and Fence are of selected Rosewood. Packed complete in box. 


23 Cutters, as illustrated, are supplied with the Plane, and 
additional Cutters, also shown, are available from stock at a small 
extra charge. 


Weight, 93 lbs. NET PRICE COMPLETE .. 60/— 


Plane Parts on page 61. 
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RECORD MULTI-PLANE 
No. 405. 


STANDARD CUTTERS. 


The following 23 CUTTERS ARE ALWAYS SUPPLIED 
with the Record Multi-Plane, but should extra Cutters be required, 
they are available at extra charge. 


Type Type 


Plough and Dado Tool 


3 33 =e 
Be 39 
33 32 
3 33 
23 33 
33 3) 
2) 33 
” 33 
33 3) 
33 3) 


ako 


Beading Tool 


33 


39 
33 
33 
>> 


Sash Tool 
Match Tool .. 


Filletster 
Slitting Tool. . 


Complete set of 23 CUTTERS as above .. 29/- set net. 
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RECORD MULTI-PLANE 
No. 405 


ADDITIONAL CUTTERS. 


ADDITIONAL CUTTERS for the Record Multi-Plane are 
available as below :— 


MF MF 
2 
16 


Hn 


<8 :e ne MR2 MRS 


R 
3 ! 4 
16. 4 4 


Size Price || Size 
Inches Type Each || Inches Type 


14 | Sash Tool .. Beading Tool .. 
#; | Fluting Tool 
pale, Reeding Tool, 2 Beads | 


33 
33 


Ovolo Tool é : 
33 * 
33 
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RECORD MULTI-PLANE 
No. 405 
SPECIAL BASES AND NOSING TOOL. 


eee 
RECORD —— NOSING——“¥q 


No. 5 Nosing Tool. 


Special Bases are available for the Record Multi-Plane as 
illustrated above: a Hollow and its Cutter will form a Round; 
a Round and its Cutter will form a Hollow. 


A Nosing Tool and its Cutter will form a Round as, for example, 
in shaping the edges of stair treads. 


Hollows and Rounds are sold in sets, comprising 1 Hollow, 
1 Round and 2 Cutters. 


Width of Works 
No. and Type Cutter Circles Price per 
Inches Inches Set, net 


No. 6 Hollow and Round 
8 


3” oe 


Extra CUTTERS for Hollows or Rounds .. 1/9 eachnet. 
Extra CUTTERS for Nosing Tool .. a7) = ~ 


RECORD MULTI-PLANE 
No. 405 


The Record Multi-Plane will perform a wide range of cuts, 
including all those performed by the Combination Planes and the 
Plough Planes (see previous pages). The cross sections illustrated 
are suggestive of the cuts which can be made with the No. 405 
Plane, using standard Cutters and also additional Cutters, and 
indicate in some instances the methods employed and the symbol 
letters and numbers of the Cutters used. 


—_ 
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RECORD MULTI-PLANE 
No. 405 


oo 
=2Z 
\ 

S.Nosing Tod 
12H. 


r es ey 


Ovolos. 


I2H.2°¢Gut MP. liu 
545 ~ MB.4. 3" Guh 
MP4.4°Cur 
MBi6.6Gr 
MP BSr 
5 MBA 
MP 5 pg MP2 WoWls 


NS BONER 
Saw 


t—-3 5milar for 
8 iO812H. 


Comice . 


RECORD MULTI-PLANE 
No. 405 


—~PloughA 1 
Hand Rail Rabbet.B .2"4 
IZHy Raber. C so 
1 ©mplele Rounds 4 
| Gmplele Flutes 5" 


+ Robber A&B 
first or make 


RECORD MULTI-PLANE, 
No. 405 | 


Bowl Z0vdo MB. x 
\ \ (7 


MBB 


Sofin Skitfing Chair Ralls 


MB. 


a Showing 6p of leqin postion 


Table Leq 
(ModernDesiqn) 


MB - 
= ried ye 
YY Aternalive MB.8 Swe (bevel off first) 
; S* Finish wii Jack or Square 
Plane -N°078,072 oF any 
of he Bull Noses. 
Skirfing. 


DADO CUTS, i.e., grooves across the grain, can also be 
performed with these Planes. 


RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons. 


The bases and sides are ground and polished, and a rosewood 
knob is fitted. 


No. 0110 Block Planes. 
Non-Adjustable. 

No. 0110 Block Plane is non- 
adjustable. The Cutter is tightened 
in position by a Nickel-plated knurled 
wheel and screw. 

7” long. 1%” Cutter. Weight, 12 Ibs. 


NET PRICE COMPLETE 3/6 


No. 0120 Block Planes. 


Adjustable. 

No. 0120 Block Plane has screw 
adjustment on the Cutter for regula- 
ting the depth of cut. The Cutter is 
tightened in position by a Nickel- 
plated knurled wheel and screw. 

7” long. 1§” Cutter. Weight, 12 Ibs. 


NET PRICE COMPLETE 5/6 


No. 0220 Block Planes. 
Adjustable. 


No. 0220 Block Plane has screw 
adjustment on the Cutter for regula- 
ting the depth of cut. The Cutter is 
tightened in position by a Nickel- 
plated lever and cam. : 

7” long. 18” Cutter. Weight, 14 lbs. 


NET PRICE COMPLETE 5/6 


No. 0230 Block Planes, 
Knuckle Joint. 
Adjustable. 


No. 0230 Plane is fitted with a 
Knuckle Joint Lever Cap which is 
made of steel and is Nickel plated. 

It has Screw Adjustment on the 
Cutter for regulating the depth of cut, 
and sidewise adjustment is by lever. 

The bottom and sides are ground 
and polished, and there is a recess on 
each side for thumb and finger grip. 
6” long. 1%” Cutter. Weight, 1% Ibs. 


NET PRICE COMPLETE 9/6 


Plane Irons and Plane Parts on pages 52 and 62. 


RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons, 


No. 0130 BLOCK PLANES. Double End. 
Non-Adjustable. 

No. 0130 Block Plane is non-adjustable. It has two mouths 
and illustration shows the Cutter in position for ordinary work. 
The Cutter and lever cap may be reversed to form a bull-nose plane. 

The Cutter is tightened in either position by a Nickel-plated 
knurled wheel and screw. 

” long. 12” Cutter. Weight, 1 lbs, 


NET PRICE COMPLETE, 6/-. 


No. 0102 BLOCK PLANES. 
Non-Adjustable. 

No. 0102 Block Plane is non-adjustable. The Cutter is 
tightened in position by a Nickel-plated knurled wheel and screw. 
The bottom and sides are ground and polished. 

5%” long. 12” Cutter. Weight, $ Ibs. 
NET PRICE COMPLETE, 2/6. 


MADE IM ENGLAND 


No. 0101 BLOCK PLANES, 
This Plane is non-adjustable. The Cutter is tightened in 
position by a knurled screw. 
3}” long. 1” Cutter. Weight, } Ib. 
NET PRICE COMPLETE, 2/-. 


Plane Irons and Plane Parts on pages 51, 52 and 62. 


RECORD BLOCK PLANES 


With TUNGSTEN STEEL Cutting Irons and with 
ADJUSTABLE MOUTH. 


The Base and Sides are ground and polished and there is a recess on each 
side for thumb and finger grip. 


The mouth is adjustable for fine or coarse work. 


No. 094 BLOCK PLANE. 
6” long. 18” Cutter. Weight, 1} lbs. 


Net Price complete, 8/-. 


No.015 BLOCK PLANE. 
7” long. 1%” Cutter. Weight, 1% lbs. 
Net Price complete, 10/-. 
No. 016 BLOCK PLANE, 
Nickel-plated Lever Cap. 
6” long. 1%” Cutter. Weight, 14 Ibs. 
Net Price complete, 10/9. 


No. 017 BLOCK PLANE, 
Nickel-plated Lever Cap. 
7” long. 18%” Cutter. Weight, 1% Ibs. 
Net Price complete, 11/6. 


These Planes are fitted with a Knuckle Joint Lever Cap which is made 


of Steel and is Nickel-plated. They have Screw Adjustment on the Cutter for 
regulating the depth of cut, and sidewise Adjustment is by Lever. 


The Base and Sides are ground and polishéd, and there is a recess on each 
side for thumb and finger grip. 

The mouth is adjustable for fine or coarse work. 

No. 018 BLOCK PLANE, Knuckle Joint. Adjustable. 


6” long. 13” Cutter. Weight, 14 lbs. 
Net Price complete, 11/6. 


No. 019 BLOCK PLANE, Knuckle Joint. Adjustable. 
7" long. 1§” Cutter. Weight, 18 lbs. 
Net Price complete, 12/6, 


Plane Irons on page 51. 


RECORD SPOKE SHAVES 


With TUNGSTEN STEEL Cutters. 


With Adjustable Cutter, Cap Iron 
and Raised Handle. 
10” long. 2%” Cutter, 


Adjustable Cutter. Weight 43 Ibs. per half-dozen. 
No. 0151. Flat Face. 


; ae 
No. 0151R Round Face. Net Price complete, 2/3 


The Cutter and Cap Iron are 
festened by a thumbscrew, and 
adjustment can be made by 
releasing this screw. 
10” long. 2}” Cutter. Double Iron. Raised Handle. 
Weight, 4} Ibs. per half-dozen. No. 051. Flat Face. 


Net Price complete, 1/6. No. 051R Round Face. 


RECORD ALL-STEEL SPOKE SHAVES 


(Unbreakable) 


Steel Handles and Lever Caps. 
Adjustable Cutter. Raised Handle. 
10” long. 2%” Cutter. 
Wos-Al51 . Flot Face Weight, 5 Ibs. per half-dozen. 


No. A151R Round Face. Net Price complete, 3/-. 


Steel Handles and Lever Caps. 
Double Iron. Raised Handle. 


The Cutter and Cap Iron are 
fastened by a thumbscrew, and 
adjustment can be made by releasing 
this screw. 

10” long. 2%” Cutter. 

Weight, 4$ lbs. per half-dozen. 

Net Price complete, 2,'3. 


Spoke Shave Irons on page 52. 


No. A5l ‘Flat Face. 
No. A51IR Round Face. 


RECORD SPOKE SHAVES 


With TUNGSTEN STEEL Cutters. 


With Adjustable Cutter, Cap Iron 
and Straight Handle. 
10” long. 2” Cutter. 
Adjustable Cutter. Weight, 4} lbs. per half-dozen. 
No. 0152 Flat Face. Net Price complete, 2/6. 
No. 0152R Round Face. 


The Cutter and Cap Iron are 
fastened by a thumbscrew, and 
adjustment can be made by 
releasing this screw. : 
10” long. 24” Cutter. Double Iron. Straight Handle. 


Weight, 44 lbs. per half-dozen. No. 052 Flat Face. 


Net Price complete, 2/3. No. 052R Round Face. 


The Mouth can be closed or 
opened for fine or coarse work. 


: 10” long. 24” Cutter. 
No. 053 Weight, 4} lbs. per half-dozen. 


Adjustable Mouth. Raised Handle. Net Price complete, 2/-. 


10” long. 24” Cutter. 
Weight, 4 Ibs. per half-dozen. 
Net Price complete, 2/-. No. 055 


Hollow Face. Raised Handle. 


Spoke Shave Irons on page 52. 


RECORD SPOKE SHAVES 


With TUNGSTEN STEEL Cutters. 


9” long.  1}” Cutter. 
Weight, 2? lbs. per half-dozen. 


No. 063 Net Price complete, 1/3. 


Round Face. Straight Handle. 
Light Double Iron. 


9” long. 1” Cutter. 
Weight, 2? lbs. per half-dozen. 
Net Price complete, 1/3. No. 064, 
Flat Face. Straight Handle. 
Light Double Iron. 


Spoke Shave Irons on page 52. 


RECORD SCRAPERS. 


No. 080 Cabinet Scrapers. 
Raised Double Handle. 


The Scraping Iron is made to cut 
freely by springing it to a slight curve 
by the adjustment of the thumb 
screw. 

The Iron has two scraping edges, 
and is reversible. ~* 

113” long. 2?” Cutter. 
Weight, 14 lbs. 


Net Price complete, 4/6. 


Se 
N° 086 
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No. 070 Box Scrapers. 


This Box Scraper isj for 
scraping stencils and marks 
from the surface of boxes, 
floors, €tc. 

Tke Handle is hinged on 
the body, and the Cutter and 
bottom are slightly curved for 
scraping uneven surfaces. 
Ash Handle. 

13” long. 2” Cutter. 

Weight, 1 Ib. 


Net Price complete, 4/-. 
Scraper Irons on page 52. 


RECORD O70} = 
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RECORD PLANE IRONS 


MADE IN ENGLAND, 


The use of a Special Crucible Cast TUNGSTEN STEEL for 
Plane Irons or Cutters has been developed by the makers of Record 
Planes, and as a result of metallurgical research and exhaustive tests 
a quality of Steel has been produced which retains its fine cutting 
edge very much longer than any other Steei used for this purpose. 


Record Cutting Irons are hardened and tempered under 
scientific control, which ensures accuracy and uniformity. They 
are precision-ground all over, and every Iron which bears the 
Record mark has passed a final test on a hardness testing machine 
and is guaranteed to be the right temper and correct in every way. 


Single Iron. Double Iron. Cutter complete 
with STAY-SET 
Cap Iron and 
Screw. 


PRICE EACH NET 


- pear 
: utter complete 
Width complete i 
Type ° Single with 
Cutter Cutter Ordinary 
Iron 


Ca 
Inches mag Screw 


Smooth 
Smooth 
Smooth 
Smooth 
Jack 
Jack 
Fore 
Jointer 
Jointer 


All Spare Irons are interchangeable, and when ordering, Plane No. 
should be stated and exactly which type is required. 


Rabbet 
Rabbet 
Circular 
Circular 
Plough 
Plough 
Plough 
Combination 
+ pe olay aid 
Router 
Router 
Router 
Router 
Router 
Router 
Router 


Shoulder Rabbet x 
Shoulder Rabbet . 
Shoulder Rabbet .. 
Shoulder Rabbet .. 
Shoulder Rabbet .. 


Bull-Nose Rabbet 
Bull-Nose Rabbet 
Bull-Nose Rabbet 
Bull-Nose Rabbet 
Bull-Nose Rabbet 


*“‘Three-in-One” .. 


Side Rabbet 
Side Rabbet 
Duplex Rabbet 
Block a 
Block 

Block 

Block 

Block 

Block 

Block 

Block 


PLANE IRONS 


Width of 
Cutter 


Inches 


3: 3 
..| See page 26 
..| See page 26 
..| See page 28 
.| See page 32 
=|. See era & 38 


= 4 
.| Smoothing Cutter 


a + 
..| Smoothing Cutter 


a 


_ 
@2)G7 20|o7 Cols COfEN GOK COHEROP=t RO! O}—! Oop—t OKC Cop Cop Gof—t LOH HCO CfA 


es ee ee 


ea) 


51 


Single 
Cutter 


2/6 
2/6 
2/3 
2/3 


Price Each Net 


Cutter, 
complete 
with 
Ordinary 


.? 


RECORD PLANE !RONS—Continued. 


Price Each Net 


Cutter, 
complete 
Width of Single with 
Cutter Cutter | Ordinary 
Cap Iron 
Inches 


Skew Rabbet 
Skew Rabbet 


SPARE IRONS for RECORD SPOKE SHAVES 
AND SCRAPERS 


Width of Cutter PRICE 
For Spoke Shave No. Inches Each Net 


Scrapers 
070 


080 Plain 
080 Coarse Tooth 
080 Fine Tooth 


JH INTS FOR GRINDING 
AND HONING 
PLANE IRONS — 


The best results are only obtained when the Cutting Iron 
Bevel is ground at the correct angle, which is 25 degrees, and 
a line gauge for this purpose is stamped on the Cap Iron and 
should be used as shown below. Water should be used on 
the grind stone wherever possible to prevent the temper of 
the iron being drawn and a square should be used to ensure 
that the cutting edge is ground square with the sides of the 


The process of honing or whetting is simply rubbing the 
bevelled edge of the Iron on the face of the oilstone. The 
best kind of stone for Plane Irons (and also for Chisels and 
other carpenters’ tools) is a medium cutting grit which may 
be either natural or artificial, i.e., manufactured. With 
natural stones, there is still an element of luck as to whether 
one secures a good one, but if a well-known brand is procured, 
such as the Lillywhite Washita, it is possible to get a good one. 


Of the manufactured stones, the India stone will serve 
well, and a two-sided one, i.e., medium and fine, will give 


good service. For a really keen edge that is a delight to 
use, the edge should be finished off on an Arkansas stone. 
If the stone is new it should be soaked in oil for a few days 
(India stones excepted for they are oil-filled already). 


First put a few drops of oil on the stone and wipe it 
thoroughly clean with a rag—not shavings which are apt 
to fill the pores of the stone with dust and grit. Having 
cleaned the stone and put a few drops of oil on it, bring Iron 
into contact with the stone. Feel the bevel in contact 
throughout and then raise the back slightly so that you will 
work on the front, i.e., the cutting edge. The best motion 
is “to and fro,’ though some craftsmen use a figure of 8 
motion. 


Use as much of the flat surface of the stone as possible, 
for in this way the wear on the stone is more evenly spread. 
Do not allow the iron to “rock,” as this must inevitably 
result in a curved edge that cannot cut well and will necessitate 
re-grinding straight away. Keep the wrists rigid and the 
angle of iron to stone constant. Apply a moderate pressure 
and keep whetting until the line of reflected light on the edge 
disappears. 


There will be a certain amount of wire edge rubbed away, 
and this will hang on at the extreme edge. To remove it, 
turn the Iron over absolutely flat on the stone and give two 
or three light rubs. On no account have the Iron raised so 
that this produces a bevel. 


An ultra keen edge can be obtained by finishing off on a 
leather strop placed flat on the bench. The strop should be 
dressed with Russian tallow and a little fine flour emery. 


“PLANECRAFT” 


136 Pages. 200 Illustrations and Diagrams. 
Cloth Cover. Size 9” x 6’ 


Price 1/6 
TABLE OF CONTENTS: 


Chapter | The History of the Plane Chapter 9 Fundamentals of Planing 
The Bench Planes 10 Rabbets and Rabbeting 


Adjustment of the Plane 1] The Combination Plane, 
No. 050 


12 The Multi-Plane, No. 405 
13 The Circular Planes 


3 

4 Grinding the Iron 

5 Whetting the Iron 

6 Holding the Bench Plane 
7 


a 14. Router Planes 
Squaring up a piece of 
ae 15 Spoke Shaves 


8 Difficulties in Planing and 16 Scrapers 
their Solution 17 The Bench Vice 


Useful Glossary of Woodwork Terms 


A BOOK FULL OF INTERESTING AND HELPFUL 
INFORMATION, 
A WORKSHOP COMPANION OF REAL 
SERVICE. 


“ This book should be in the hands of every woodworker” 
—vide Press. 


PARTS for RECORD PLANES 


WI NN Ws 
HERR NSS 
Xs moe Eee 


Name of Part 
010 |0103 


Cap Screw 

Lever Cap.. 

Lever Cap Screw.. 

Frog, complete 

“y? Adjusting 
Lever 

Adjusting Nut 

Lateral Adjusting’ 
Lever... oe 

Frog Screw 

Plane Handle 

Plane Knob 

Handle Bolt and 
Nut ris ae 

Knob Bolt and Nut 

Handle Toe Screw 

Plane Body 

Frog Adjusting 
Screw 


PARTS for RECORD DUPLEX 


RABBET and FILLETSTER PLANE 
No. 078. 


Body .. ; 

Lever Cap . P 
Lever Cap Knurled Screw = 
Cutting Iron .. ; S 
Lever Cap Screw 

Fence .. oe 

Fence Thumbscrew re 

Fence Arm 


Adjusting Depth Gauge 
Adjusting Depth senge Thumbscrew and 
Washer .. : ; 
Spur and Screw - = aa . 
Adjusting Lever and Rivet... 


Pe. 
B. 
C. 
D. 
E. 
F. 
i. 
Ae 
K. 
LE 
M. 
Pe 
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PARTS FOR RECORD 
BULL-NOSE RABBET 
PLANES 


For Plane No. 


Body, complete with Nose, Distance 
Pieces and Screw on ae 077 ae oe 

Lever Cap . 

Cutting Iron . 

Lever Cap Screw : 

Cutting Iron Adjusting Screw |. 

Cutting Iron Adjusting Screw ie 

Nose Locking Screw 


PARTS FOR RECORD IMPROVED SHOULDER 
RABBET PLANES 


For Plane No. 


Body, complete with asp a 
lide and Screws 

Lever Cap. 5 

Cutting Iron 25 

Lever Cap Screw 

Iron Adjusting Screw 

Iron Adjusting Screw Nut 

Mouth Adjusting Screw .. 

Mouth Locking Screw and Washer 


PARTS FOR RECORD ROUTER PLANES 


A. 
B. 
E. 
F. 
H. 
18 

K. 
L. 
oO. 


For Plane No. 


Body os 

lane Irons 

Knobs 

Knob Bolt and Nut 

Cutter Adjusting Screw .. 

Cutter Adjusting Nut 

Cutter Clamping Collar and Thumbscrew 
Depth Gauge and Shoe .. 

Fence, Screw and Washer 


Double Iron 

Single Iron 

Lever Cap 

Lever Cap Screw 

Frog, complete .. 

Frog Seat : 

Frame Casting .. 

Plane Bottom, complete ‘with Fictings 
Bottom Adjusting Screw 5 

Bottom Adjusting Screw ae: - “8 
Segment Plates and Spindles . 7 “per set 
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PARTS for RECORD 


COMBINATION PLANE, 
No. 050 & No. 050A. 


Main Stock 

Sliding Section 

Fence ; ara Pre aa are zs re 
Arm Rods .. iF en Ste ric per pair 
Beading Stop 3% ‘ls An ae me 
Depth Gauge 25 ae ee se 3 
Cutters aa .. per set of 15 
Sliding Section Fixing Screw te ae eo aoe 
Cutter Adjusting Nut 4 

Cutter Bolt zs 

Cutter Bolt Wing ‘Nut: 

Spurs, with Screws (set, 2 ? pairs) 

Shaving Deflector. . 

Iron Adjusting Screw 

Cutter Clamping Bracket ata 

Cutter Clamping Bracket Bolt . 

Cutter Clamping Bracket Washer and Wing Nut 


A. 
B. 
Cc, 
D. 
E. 
F. 
EH: 
5 
K. 
L. 
M. 
R. 
S. 
W. 
X. 
we 
Ze 


PARTS for RECORD 
MULTI-PLANE, No. 405 


Standard Cutters .. .. Complete set of 23 
Main Stock .. ar. ra ae a os 
Sliding Section 

Fence (complete) 

Cutter Bolt .. as 

Cutter Bolt Wing Nut i 

Cutter Bolt Clip and Screw 

Cutter Adjusting Screw ai 

Cutter Adjusting Screw Wheel 

Long Arms .. Rie 5 

Short Arms .. ie 

Adjustable Depth Gauge 

Adjustable Beading Stop .. 

Sliding Section Depth Gaug 

Slitting Cutter Stop ae 

Cam Steady .. i 

Spurs and Screws .. 

Knob and Bolt and Nut 


A. 
B. 
Cc, 
D; 
E. 
F. 
a 
K. 
L. 
M. 
N. 
oO. 
BP; 
R. 
S. 
T. 
Ww. 


PARTS for RECORD 
BLOCK 
PLANES 


| 
ot 


For Plane No. 


Body aie 

Lever Ca > 

Cutting Iron... ar ate 
Lever Cap Tightening Screw.. 
Knob ar an =P aa 
Frog Slide ae a 

Frog Slide Adjusting Screw 


For Plane No. 


Body oe 
Lever Cap .. 
Cutting Iron by 
Lever Cap Screw .. 

no vie 
Frog Slide .. xc ai 
Frog Slide Adjusting Screw 
Lateral Adjusting Lever .. 


N 
a 
O 
Le 
U 
Lid 
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RECORD HAND DRILLS 
No. 122 


SPECIFICATION. 
CHUCK.—3-Jaw All-Steel Chuck with hardened Jaws and 
protected Springs. Nickel-plated finish. 


GEARS.—Single speed. Ball-thrust Bearing. Machine-cut Gears 
throughout. Steel Pinion and Gear Spindle, 


HANDLE.—Solid Hardwood Handle, Rosewood finish. 
FRAME.—Malleable Iron Frame. 


FINISH.—Finished Dark Blue with Red Gear Wheel. Other 
parts Nickel-plated. 


Capacity 0—}” round shank Drills. 
Length 123” Weight, 14 lbs. 


Packed in Carton. 


PRICE (without Twist Drills), 7/6 each net. 


RECORD HAND DRILLS 


SPECIFICATION. 
CHUCK.—3-Jaw All-Steel Chuck with hardened Jaws and 
protected Springs. Nickel-plated finish. 


GEARS.—Single speed. Ball-thrust Bearing. Machine-cut 
Gears throughout. Steel Pinions and Spindles. Double 
Pinion including Idler Pinion. 


HANDLE.—Hollow Hardwood. This handle will take full-length 
Jobbers’ Twist Drills. 


FRAME.—Malleable Iron Frame. 


FINISH.—Finished Dark Blue with Red Gear Wheel. Other 
parts Nickel-plated. 


Capacity 0—}” round shank Drills. 
Length 14}’” Weight, 14 Ibs. Packed in Carton. 
No. 123ND (without Twist Drills). .. PRICE 8/9 each net. 


No. 123, with 7 Carbon Steel Twist Drills PRICE 10/9 
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RECORD IMPROVED 
HAND DRILLS, No. 124 


With New Features. 


SPECIFICATION. 


CHUCK.—3-Jaw All-Steel Chuck with hardened Jaws and 
protected Springs. Nickel-plated finish. 

GEARS.—Single speed. Ball-thrust Bearing. Machine-cut Gears 
throughout. Steel Pinions and Spindles. Double Pinion 
including Idler Pinion to equalize the bearings, Large Gear 
with wide knurled rim. 


HANDLE.—Hollow Hardwood. This handle will take full-length 
Jobbers’ Twist Drills. 


FRAME.—Malleable Iron Frame with improved gripping lug. 
FINISH.—Finished Dark Blue with Red Gear Wheel, Nickel- 

plated on rim. Other parts Nickel-plated. 
All the knobs are made of Bakelite of a beautiful mahogany colour 

and fine finish, and are more durable than wood. 

Capacity 0—}” round shank Drills. 
Length 14}’. Weight (approx.) 2 Ibs. 
Packed in Carton. 


PRICE (without Twist Drills) oe 11/6 each net. 
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RECORD IMPROVED 
HAND DRILLS, No. 125 


With New Features. 


BAKELITE 
KNOBS. 


ee. BRASS BUSH. 


Bet ae 


: STEEL - 
GRIPPING DEVICE. HOLLOW HANDLE, 


o 


SPECIFICATION, 


CHUCK.—3-Jaw All-Steel Chuck with hardened Jaws and 
protected Springs. Nickel-plated finish. 


GEARS.—Single speed. Ball-thrust Bearing. Machine-cut Gears 
throughout. Steel Pinions and Spindles, Double Pinion, 
including Idler Pinion to equalize bearings. Large Gear with 
wide knurled rim. 


HANDLE.—Nickel-plated Hollow Steel Handle. This handle 
will take full-length Jobbers’ Twist Drills. 


FRAME.—Malleable Iron Frame with improved gripping lug. 


FINISH.—Finished Dark Blue with Red Gear Wheel, Nickel- 
plated on rim. Other parts Nickel-plated. 


All the knobs are made of Bakelite of a beautiful mahogany colour 
and fine finish, and are more durable than wood. 


Capacity 0—}’ round shank Drills. 
Length 132”. Weight (approx.) 2 lbs. Packed in Carton. 
No. 125ND (without Twist Drills). 


PRICE NG 13/- each net. 
No. 125, with 7 Carbon Steel Twist Drills, 4” to 2” 
PRICE es 15/- each net. 
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RECORD BREAST DRILLS | 
No. 144 


SPECIFICATION. 


CHUCK.—3-Jaw All-Steel Chuck with hardened Jaws and 
protected Springs. Nickel-plated finish. 


SPEED.—Two. Press plunger for quick change. 
GEARS.—Machine-cut throughout. Steel Pinion. 


BODY.—Cast Iron Body. Steel Shank. Ball-thrust Bearing. 
Adjustable Breast Plate. 


HANDLES.—Stained Hardwood. The Crank Handle is exten- 
sible from 4” to 6” radius. 


Capacity 0—4” round shanks. 
Length 17’. Weight, 5? lbs. Packed in Carton. 
PRICE 32 15/- each net. 


As above but fitted with Master 2-Jaw Chuck, 
PRICE a 16/6 each net. 


RECORD BREAST DRILLS 
No. 145 


SPECIFICATION. 


CHUCK.—3-Jaw All-Steel Chuck with hardened Jaws and 
protected Springs. Nickel-plated finish. 


SPEED.—Two. Press plunger for quick change. 


GEARS.—Machine-cut throughout. Steel Pinion. Idler Roll to 
equalize bearing. 


BODY.—Malleable Iron Body. Annular Ball-bearing Spindle. 
Ball-thrust Bearing. Adjustable Breast Plate. Spirit Level 
attached. 


HANDLES.—Solid Hardwood. The Crank Handle is exten- 
sible from 4” to 6” radius. 


Capacity 0—3” round shanks. 
Length 18”. Weight, 6 Ibs. Packed in Carton. 
PRICE ae 21/- each net. 
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RECORD BREAST DRILLS 
No. 


WU 
RY {) 
Ss see Bey 


SPECIFICATION. 


CHUCK.—Master 2-Jaw. Nickel-plated finish. 
SPEED.—Two. Press plunger for quick change. 


GEARS.—Machine-cut throughout. Steel Pinion. Idler Roll to 
equalize bearing. 

BODY.—Malleable Iron Body. Annular Ball-bearing Spindle. 
Ball-thrust Bearing. Adjustable Breast Plate. Spirit Level 
attached. 


HANDLES.—Solid Hardwood. The Crank Handle is exten- 
sible from 4” to 6” radius. 


Capacity }”—4” round shanks, bit stock shanks and 
No. 1 Morse taper shanks. 


Length 18”. Weight, 6 lbs. Packed in Carton. 


PRICE ie 22/6 each net. 


RECORD DRILL CHUCKS 


Record Drill Chucks are made entirely of Steel. They are 
fitted with three hardened and ground Steel Jaws which are 


controlled by concealed Springs and are protected from damage 
in use. Nickel-plated finish. 


oe Type No. | Bag se | 
0’—}” Chuck with Straight Shank, 23” x 4” 
dia. os = = ozo 3/6 i 
Chuck with No. 1 Morse Taper | 
Shank oe = ~~ imtano2e 4/- 
Chuck with Bit Brace Shank .. 322B 5/- | 
0’—#” Chuck with Straight Shank, 23” x }” 
dia. me = ar ee erik) 4/9 
Chuck with No. 1 Morse Taper 
Shank a a a So o2Ok 5/3 
Chuck with Bit Brace Shank .. 326B 6/3 
0’—4” Chuck with Straight Shank, 23” x }” 
dia. a ie Pt .. 3458 6/- 
Chuck with No. 1 Morse Taper 
Shank a Pi ee Prats © ot 6/6 
Chuck with Bit Brace Shank .. 345B 7/6 


Each Chuck packed in Carton. 
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ALL RECORD PLANES and TOOLS 
are made throughout by 


C. & J. HAMPTON, Ltd., 
Record Works, 
SHEFFIELD, England. 


Look for this Mark. 


TRADE MARK 


The above Mark protects you 
against inferior imitations and 


substitutes 
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ae TION - 3, 


RECORD MECHANICS’ VICES 


With Patent Unbreakable Nut. 


Registered Design No. 666,598. 
Patent No. 196,858. 


Record Mechanics’ Vices are the most popular plain screw 
Vices of modern times due to their exclusive features of strength 
and reliability. The design was developed from long experience 
in the manufacture of Vices, and is the outcome of actual breaking 
tests made until all weaknesses were eliminated. 


They are fitted with a Patent Unbreakable Solid Nut, which is 
recognised as the greatest improvement made in parallel Vices for a 
number of years past, and is an exclusive feature of Record Vices. 


This Nut brings the Record Mechanics’ Vice up to a machine 
tool standard, wherein the vital wearing parts are made for long 
service and to be renewable should it ever be necessary. 


Security and rigidity are essential with a detachable Nut, and as 
the Record Nut is dovetailed into the base of the Body, it is 
absolutely fixed and rigid in the Vice. The front of the Nut faces 
up to a strong abutment, which takes all the pressure close up 
underneath the screw. 


This method of securing the Nut in the vice body, together 
with the long barrel of the Nut (which is equal to three diameters 
of the screw), ensures perfect alignment of the Screw and Nut 
under the greatest pressure. 


The Body and Sliding Jaw are Cast Iron of guaranteed strength. 


The Steel Jaw Plates of Record Vices are renewable and 
interchangeable. 


RECORD MECHANICS’ VICES 


With Patent Unbreakable Nut. 


Stationary Base. Plain Screw Type. 


Registered Design No. 666,598. 


Patent No, 196,858. 


Width List Price Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Inches Inches Pounds 


DNAS WN © 


Subject to liberal Discount. 


RECORD SWIVEL BASES 


Patent No. 125,707. 


Record Patent Swivel Bases are of simple construction, having 
only two working parts, viz., the base ring and the inner swivelling 
disc. 


These Swivel Bases enable Vices to be swivelled in a complete 
circle and firmly locked at any point by the two tightening levers. 


This method of swivelling to suit the convenience of working 
is now more generally recognised and appreciated by Vice Users. 


For Vice No. 


LIST PRICE 


For Vice No. 


LIS? ¢PRICE< —;. ..| 15/- | 19/- | 20/- 


Subject to liberal Discount. 


RECORD MECHANICS’ VICES 


With Patent Unbreakable Nut. 


With Swivel Base. Plain Screw Type. 


Registered Design No. 666,598. 
Patents No. 196,858 and 125,707. 


Width List Price Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Inches Inches 


13 
1§ 
1g 
23 
2% 
3 

3t 
3% 
4 
4 


Subject to liberal Discount. 
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REGORD. .EPTTERS =VICES 


Stationary Base. Quick-Grip Type. 


Record Fitters’ Vices combine quick-grip with screw-all-the-way 
action. 


By depressing the trigger on to the screw head the jaws can be 
opened or closed instantaneously. This quick action saves 
considerable time. 


The Body and Sliding Jaw are Cast Iron of guaranteed strength. 


The Steel Jaw Plates are renewable and interchangeable. 


Width List Price Opening Approx. 
of Jaws Weight 
Inches Each Inches Pounds 


3} 34/- 
41/- 
49/- 
60/- 
ii/- 
90/- 
135/- 


Subject to liberal Discount. 


RECORD: FITTERS™ VICES 


With Swivel Base. Quick-Grip Type. 


Swivel Base Patent No. 125,707. 


These Vices can be swivelled in a complete circle and firmly 
locked at any point by the two tightening levers. 


Width List Price Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Each Inches Inches Pounds 


34 44/— 23 
52/- 34 


61/- 3g 
75/- 33 
88/— 

110/- 


Subjectzto liberal Discount. 


HAN & WD 


RECORD AUTO VICE 
No. 74 


PIPE GRIPS 


HARDENED 
ster ANVIL 


CYLINDER HEAD 
HOLDING PLUG 


Patent No. 310,723 and Abroad. 


SPECIFICATION. 
Width of Jaws ts ae SS es 4” 
Opening . 44” 
Pipe Jaws will ee up to 14” SES he eres 
Approximate Weight .. - 26 lbs. 
(Packed seeeieiee in pea: 
PRICE ie 29/6 each net. 


SPECIAL FEATURES. 


. Swivel Base enables the Vice to be swivelled and firmly locked 
at any point for convenience of working. 


. Off-set Jaws to admit long and wide work vertically. 
. Hardened Steel Anvil. 

. Pipe Grips with hardened Steel Jaw. 

. Pipe and Rod Bender. 


. Steel Plug (screwed English and American plug threads) for 
holding cylinder heads of motor engines. 


. Detachable Steel Clam Jaws, faced with special Fibre to prevent 
damage when gripping Engine Parts, etc. 
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RECORD GARAGE VICE No. 75 


PIPE GRIPS 


HARDENED 
STEEL ANVIL 
¥ 


Ay at 


BENDER 


FIBRE JAW GRIPS CVLINDER HEAD 


HOLDING PLUG 


Patent No. 310,723 and Abroad. 
ALL STEEL. UNBREAKABLE—FOR HEAVY DUTY. 


SPECIFICATION. 


Width of Jaws : es ts mt 5} 
Extra Wide Opening» Ths 
Pipe Jaws will take up to 23” outside diameter. 


Approximate Weight 48 lbs. 
(Packed complete in box). 
PRICE he 65/— each net. 


SPECIAL FEATURES. 


. Swivel Base enables the Vice to be swivelled and firmly locked 
at any point for convenience of working. 

Off-set Jaws to admit long and wide work vertically. 

. Hardened Steel Anvil. 

. Pipe Grips with hardened Steel Jaw. 

. Pipe and Rod Bender. 

. Steel Plug (screwed English and American plug threads) for 

holding cylinder heads of motor engines. 

. Detachable Steel Clam Jaws, faced with special Fibre to prevent 

damage when gripping Engine Parts, etc. 


I ANUABWH 


RECORD MACHINE VICES 


Registered Design No. 725,781. 


For use on 
Drilling, Milling and Shaping Machines, etc. 


The Record Machine Vice is a compact, sturdy and rigid tool, 
and has a perfectly parallel grip. The Front Jaw sliding through 
the Body prevents the work from lifting when being gripped. 


The Screw is entirely enclosed, and the sides of the base are 
machined at right angles to the jaws to facilitate setting. 


Slot 
Width List Depth | Open- Size Centres 
of Jaws | Price | of Jaws ing of Base of Base 
Inches Each Inches | Inches | Inches Inches 


2x3 

3x4ts 
3} 34x54 
4 | 8kx8} | 44x63 
54 |103x94 | 54x8 


* Nos. 242 and 243 are fitted with Drop Handle. 


Subject to liberal Discount. 


RECORD “IMP” TABLE 
No. 80 


HARDENED TUBEIGRIP HARDENED 
STEEL JAWS —~» | STEEL ANVIL 
So + 


Patent No. 310,723. 


A sturdy and compact Vice for general use on the bench or table. 


It will also grip small tubes and bend rods, and has Hardened 
Steel Jaws and Anvil, Steel Slide, and machine-cut square thread 
Screw. 


Width of Jaws... ae ee Reema ee 
Opening .. 5: at ae ee oe 
Weight ae = le .. 4 lbs. 


Packed in box. 


PRICE ae 8/6 each net. 


RECORD: STEEL: VICES 


Guaranteed Unbreakable. Stationary Base. 


Registered Design No. 666,598. 


Record Steel Vices are specially recommended for Filers and 
Fitters. They are made of Steel throughout and are unbreakable 
in use. The top of the jaws slopes at a suitable angle for filing and 
there is ample clearance beneath the jaws to allow irregular-shaped 
articles to be gripped. 


The Jaw Plates are secured by screws having fine threads and 
long taper heads to ensure rigidity, and are renewable and inter- 
changeable. 


= These Vices are supplied in Quick-grip Type or Plain Screw 
ype. 
QUICK-GRIP TYPE. 


Width List Price Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Each Inches Inches 

4k 72/— 5 3 

54 88 /- 6 34 

6 108/— 7h 4 


SCREW TYPE. 


Subject to liberal Discount. 


RECORD “STEEL “4iES 


With Steel Swivel Base 


ay 
+S ommiN 


Registered Design No. 666,598. 
Swivel Base Patent No. 125,707. 


The Swivel Bases of these Vices are made of STEEL. They 
are of simple construction, and enable the Vice to be swivelled 
in a complete circle, and can be firmly locked at any point. 


QUICK-GRIP TYPE. 


Width List Price Opening Depth Approx. 
Vice of Jaws of Jaws Weight 
No. 


Inches Each Inches Inches Pounds 
44 86/— 5 3 
5} 104/- 6 34 

128/- 4 


PLAIN SCREW TYPE. 


Subject to liberal Discount. 
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RECORD 
MILA “D0 TY. 2beee vices: 


| Re. 
py A) Ds 


These Vices are built to withstand the most arduous conditions, 
and are eminently suitable for heavy chipping, hammering, etc. 

The Body and Sliding Jaw are designed to produce sound and 
well-braced Steel Castings. The Screw is of large diameter and 
made of High-Tensile Steel. All working parts are properly 
machined and provision is made for lubrication. 


QUICK-GRIP TYPE. 


Width List Price Depth Approx. 
of Jaws Opening of Jaws Weight 
Inches Each Inches Inches Pounds 


80/- 
96/- 
115/- 
142/- 


Subject to liberal Discount. 


RECORD HEAVY-DUTY 
IRON VICES 


Stationary Base. Plain Screw Type. 


Registered Design No. 666,598. 


This Vice is designed expressly for rough and heavy work in 
foundries and dockyards, and in any workshop where heavy 
duties are imposed upon Vices. 


The Nut is detachable and can be readily renewed. 


EO 


The Jaw Plates of Record Vices are renewable and inter- 


changeable. 


Width List Price Opening Depth 
of Jaws of Jaws 
Inches Each Inches | Inches 


120/- 4} 
260/- 54 
300/- 54 


Subject to liberal Discount. 


RECORD 
HEAVY CHIPPING VICES 


iy OH ap, 
a Wes 


? HI N° 508% 


hs 
bull is J VICE 


The Record Solid Jaw Heavy Chipping Vice is a powerful tool 
of great strength. 


It is designed for rough and heavy work in Railroad and Machine 
Shops, Erecting Shops, Foundries, etc., where heavy duties are 
imposed upon Vices, such as Pneumatic Chipping, etc. 


The Body and Sliding Jaw are Cast Iron of guaranteed strength. 


The Steel Jaw Plates are extra deep, giving large gripping 
surface, and are “‘tenoned”’ on to the Vice, as shown in the photo- 
graph. This method of fastening the Jaw Plates gives the same 
rigidity as by having them cast solid with the Vice. 


The Nut is detachable, and can be renewed should it ever 
become necessary. 


Width List Price Opening Depth Approx. 
of Jaws of Jaws Weight 
Inches Each Inches Inches Pounds 


162/6 10 


230/— 
342/- 


Subject to Discount. 
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RECORD STEEL 
HEAVY CHIPPING VICES 


Guaranteed Unbreakable. 


|) STEEL! 


| } 
ont bait | 


The Record Steel Solid Jaw Heavy Chipping Vice is a heavy 
and powerful tool of great strength. The Body and Sliding Jaw 
are TOUGH STEEL CASTINGS and the Vice is guaranteed 
unbreakable under any service conditions. 


The Steel Jaw Plates are extra deep, giving large gripping surface, 
and are “tenoned” on to the Vice, as shown in the photograph. 
This method of fastening the Jaw Plates gives the same rigidity as 
having them cast solid with the Vice. 


The Nut is detachable, and can be renewed should it ever 
become necessary. 


Width List Price Opening Depth Approx. 
Vice of Jaws of Jaws 
No. Inches Inches Inches 


Subject to Discount. 
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RECORD 
COMBINATION VICES 


Stationary Base 


This Vice meets the usual Vice requirements and has an 
additional feature designed for gripping pipes. 


The Body, Sliding Jaw and Base Plate are Cast Iron of 
guaranteed strength. 


The Pipe Jaws are machined from tool steel, and are carefully 
hardened and tested. They can be readily detached to take deep 
work between the jaws. The front Pipe Jaw has teeth at both 
ends and is reversible. 


The Parallel Jaw Plates are made of Steel and are extra deep, 


Will grip | Width of Approx. Extra Pipe 
Pipes Vice Jaws Weight Jaws 
Inches Inches Pounds Set of 3 


$ to 24 33 
$ to 33 4t 
$ to 44 
4 to 6 


Subject to Discount. 


RECORD 
COMBINATION VICES 


With Swivel Base 


giving large gripping surface. They are “‘tenoned” on to the Vice 
as shown in photograph. This method of fastening the Parallel 
Jaw Plates gives the same rigidity as having them cast solid with the 
Vice. 


The Nut is detachable, and can be renewed should it ever become 
necessary. 
The Swivel Base locking arrangement is simple and effective, 


and the Vice can be readily locked in any position by means of the 
wing nut. 


Will grip Width of Approx. Extra Pipe 
Pipes Vice Jaws Weight Jaws 
Inches Inches Pounds Set of 3 


45 


72 


Subject to Discount. 
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RECORD’ STAPLE . VICES. 


Forged Wrought Iron throughout, with Solid Box, Solid Steel- 
faced Jaws, and Steel Screw. 


Vice No. Width of Jaws Approx. Weight 
Inches Each Pounds 


Subject to liberal Discount. 
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PORTABLE VICE BENCH 
Fig. 550 


Cast Iron Table and Base. Wrought Iron Tubular Legs. 


Top of Table - ae or wel eK 1Oe 
Height of Table s% wm ors ai 30” 
Approximate Weight. . te $4 25 21 10:lbs! 
PRICE a ee 70/— each 


VICE EXTRA according to type and size required. 


Subject to liberal Discount. 
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RECORD 
WOODWORKERS’ VICES 


With Unbreakable Steel Slides. 


AN EFFICIENT WOODWORKERS’ VICE.—The Record 
Woodworkers’ Vice meets the demand for a really efficient and 
dependable Vice for the woodworker’s bench. 


CONSTRUCTION.—The Sliding Bars are SOLID STEEL, 
machined and polished, and work in accurately machined housings. 
This gives a perfect sliding movement and a firm and straight grip, 
eliminating all undesirable side and cross movements. The 
practicability of this feature is appreciated when operating on - 
accurate work; for example, pressing into position a glued joint. 
The Vice has a perfectly parallel grip, and the STEEL. SLIDES 
are placed in such a position under the jaws as to give maximum 
amount of clearance. 


ACTION.—It can be used as a quick-acting or screw-all-the- 
way Vice. Work can be instantly gripped or released at any 
point by a half-turn of the handle. The Nut which engages with 
the screw can be instantly released by pressing the trigger, which 
allows the jaw to slide freely to or from the work. This Vice is also 
made with Plain Screw Action only. 


STRENGTH AND DURABILITY.—This Vice is guaran- 
teed to meet the most arduous workshop conditions, and to give 
long and dependable service. 


RECORD 
WOODWORKERS’ VICES 


With Unbreakable Steel Slides. 


Registered Design No. 664,709. 


Record Woodworkers’ Vices are the original and genuine 
Steel Slide Vices which are now the recognised standard specified 
by the Woodworking Trades throughout the world. 


Behind them is the accumulated experience gained in manu- 
facturing these Vices during many years, and their efficiency and 
superiority have been tested and proved in service. 


The User will appreciate the following NEW FEATURES :— 


1. A metal plate is fitted into the Body covering the Nut 
mechanism to prevent sawdust or shavings falling on to 
the working parts. 

2. Improved method of anchoring the Half-Nut which enables 
it to be quickly taken out for cleaning. 


QUICK-GRIP TYPE. 


i Approx. 
List Price Opening Weight 
Inches Each Inches 


7 22/- 8 
9 30/- 13 
104 33/- 15 


Subject to liberal discount. 


RECORD 
WOODWORKERS’ VICES 


with Unbreakable Steel Slides. 


Registered Design No. 664,709. 


These Vices are of similar construction to the Quick-Grip type 
described on pages 94 and 95, the only difference is that they are 
fitted with ordinary square thread Screws and Solid Nut, making 
them screw-all-the-way Vices. 


PLAIN SCREW TYPE. 


Width Approx. 
of Jaws List Price Opening Weight 
Inches Each Inches Pounds 


24 /= 
29/- 
32/- 


Subject to liberal discount. 


RECORD 
WOODWORKERS’ VICES 


WITH PATENT SCREW AND NUT COVER. 


Patent No. 292,381/27. 
Registered Design No. 664,709. 


This Patent Cover extends the entire length of the 
Screw. It protects both the Screw and Nut from 


damage, and prevents sawdust and shavings dropping 
on to the threads and choking these working parts. 


With Patent Screw and Nut Cover. 
(Quick-Grip Vices only). 


Width Approx. 
of Jaws List Price Opening Weight 
Inches Each Inches Pounds 


24/- 18 
33/- 32 
36/- 35 


Subject to liberal discount. 


RECORD JUNIOR 


WOODWORKERS’ VICE AND CRAMP 
COMBINED, No. 5lc 


Patents Nos. 
300,392 and 300,494. 


The RECORD JUNIOR can be fixed to a bench, table, trestle, 
or post. It will fasten to anything from 2” to 2}” thick. 

It can be carried in a tool kit. 

The CRAMPING BAR can be readily fixed or detached 
without removing the Vice from the bench or table. 


The CRAMP will take work up to 32” in length, and will grip 
taper or straight work as desired. 


The VICE has a perfectly parallel grip without any side 
movement. 
SPECIFICATION, 
Width of Vice Jaws es Pe sie 6” 
Opening of Vice Jaws .. = Sa AY’ 
Cramp will take in ae Rtg a ee 
Weight ye AS, 7 5 = OUbs: 
PRICE COMPLETE .. 12/6 each net. 
VICE only (No. 51), 8/— each net. 
CRAMPING BAR only (with 2 Jaws) 4/6 net. 


(Note.—Cramping Attachment can only be used in conjunction with 
the Record Funior Vice, as the grip is obtained from the Vice Screw). 


RECORD AMATEUR 
WOODWORKERS’ VICES, No. 50 


RECORD) 


Registered Design No. 741,964. 


This Vice is made on exactly the same lines as the well-known 


Record Woodworkers’ Vices with Unbreakable Steel Slides. | 
It can be readily screwed to bench or table. 
Width of Jaws, 6” x 44” opening. 


PRICE si 6/— each net. 


RECORD 
STEEL BENCH SCREWS 


For WOOD VICES. 


= | @) 
AANAVAMANARHUMRAOANANYPE as NAc L 
J AUREL t a et li 2 


| | led 


These Bench Screws are 
of solid Forged Steel,machined 
all over, and polished bright. 


The Nut and Collar are 
finished black. 


Length Diameter Length Diameter 
Overall of Screw Overall of Screw 
Inches Inches Inches Inches 


1 1} 
1} 14 


Subject to liberal Discount. 


FIBRE GRIPS FOR VICES 


The Steel Lugs bend round | 
the Vice Faws and secure é 
the Grips in position (as — 
shown in illustration) and — 
will fit any Bench Vice. 


These Grips are made of Steel and are fitted with Special 
Fibre Faces. 


This specially prepared Fibre has a cushion face and is far more 
durable than lead or copper. 


Delicate articles or highly polished surfaces can be gripped 
firmly without fear of damage. 


The Fibre Faces are renewable. 


For Vices with width of Jaws| 3” SF lose i De 4” 
PRICE per Pair - .. .-| 2/6 | 2/6 | 3/- | 3/— | 3/- 


For Vices with width of Jaws} 4}” | 44” Do. 5}’ 
PRICE per Pair =~... ..| 3/6 | 3/6 


Subject to liberal Discount. 
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REPAIR PARTS FOR 
RECORD VICES 


102 


REPAIR PARTS FOR 


RECORD VICES 


RECORD MECHANICS’ VICES (PLAIN SCREW). 


To suit Vice No. 


00; 0} 1 
A. Sliding Jaw ../4/6|5/-'6/-| 8/6 
B. Body .. . (5 /616/-|7/6/10/6 
C. Main Screw and 
Handle -|4/-|4/6|5/-| 6/- 
D. Jaw Plates (with 
Set Screws) 


pair |2/—/2/—/2/6| 3/— 


E. Nut . .|1/611/912/—! 2/6 


11/-]14/-117/6|24/-129/-132/- 
13/6117/-123/6)30/6|36/-|40/- 


7/6| 9/-|10/6|12/—13/6|13/6 


3/9 ai -6/=) a A 
3/-| 3/6 4/-| 4/6| 5/-| 5/ 


RECORD FITTERS’ VICES (QUICK-GRIP). 


To suit Vice No. 


. Sliding Jaw 

. Body * 

. Main Screw and 
Handle .. 

. Jaw Plates ee Set 
Screws) .. pair 

Nut Pe Ag 

. Trigger, complete 
with Front Cover 
Plate, Spring, 
Adjusting Nut, 
Rocker Bar and 
Guide . a 


RECORD WOODWORKERS’ VICES. 


Sliding Jaw oe with 
Slides) as 


Body .. 

hain Screw and Handle 

Nits 

Trigger, complete with ‘Spring, 
Rocker Bar and Guide .. 


Subject to liberal 
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Discount. 


REPAIR PARTS FOR RECORD VICES 


C. 
io} 


E. 


(Continued) 
RECORD STEEL VICE (QUICK-GRIP). 


To suit Vice No. 


35 


Main Screw and Handle .. 13/- 15/- 
Jaw Plates (with Set Screws) 

per pair 6/- 7/- 

Witte. 5/- af 
Trigger, complete with Front 
Cover Plate, Spring, Adjust- 
ing Nut, Rocker Bar and 

Guide : fe j 7/- 7/6 


RECORD STEEL VICE (PLAIN SCREW). 


To suit Vice No. 
34P 35P 


Main Screw and Handle ..) 11/— 13/- 
Jaw Plates (with Set Screws) 

per pair} 5/- 6/- 
Nut=%:. Ap a aal\@-4/6 5/- 


RECORD HEAVY-DUTY IRON VICE. 


Sliding Jaw 
Body 


Main Screw ai and Handle : 
Jaw Plates (with Set Screws) 


Nut 
Cover Plate (and Set Screws) 


SPARE JAWS to suit RECORD PIPE VICES. 


"vost vice- No. 61 —;. Xe ae 2/- each. 
33 No. 62 ae oe ee 3/- 3 
» INO: 63. << mut af By fas 
3 No. 64 mas ~3 ee 1/- 2 
23. No. 66 ; ne 12/- 5; 


Subject to ‘liberal ‘ Dieiné. 
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PARTS FOR RECORD AUTO 
VICE -No. -74. 


sar oe Jaw, complete with Steel Jaw Plate 


Body, complete with ‘Steel. Taw Plate ©) 
and Anvil 

Main Screw .. 

Jaw Plates (per pair) 

Swivel Base Plate .. 

Screwed Stud, io Be Nut and 1 Washer 

Pipe Grip 

Handle 

Screw Guard. . 

Cylinder Head Holding Plug 


ASO wp 


ey eee ot 


VICE: JAW PLATES 


JAW PLATES to suit RECORD VICES. 


The Steel Jaw Plates of Record Vices are renewable and 
interchangeable. 


When ordering spare Jaw Plates VICE NUMBER must be 
given ; width of Jaw alone is not sufficient. 


T Width T Width 
suit Vice of Jaws List Price suit Vice of Jaws List Price 
No. Inches per Pair No. Inches per Pair 
00 2} 2)- 6 1/- 
0 24 2/- 8 14/- 
d 3 2/6 10 17/6 
33 3/— = 
3 4 3/9 At wine 
54 7/- 
4 44 5 /- 6 8/6 
5 6/- / 
6 6 7/- 2 3/6 
7 7 8/6 4 ye 
8 8 10/6 ; re 
: WE 6 11/6 
33 4/6 6 31/- 
4} 5/— 7 30/— 
5h 6/- 83 46 /— 
6 7/- 6 31/- 
7 8/6 i 36/- 
8 14/- 84 46/- 
34 20/- 
4} 5/- 4} 21/- 
5¢ 6/- 5 25/- 
6 i Pe 6 31/- 
34 20/- 
4} 5/- 4} st 
54 6/- 5 25 /- 
6 7/- 6 31/- 


Subject to liberal Discount. 
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PIPE VICES 


SECTION: 4. WRENCHES 
€ CUTTERS 
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RECORD SELF-LOCKING 
HINGED PIPE VICES 


(Strong Type. Malleable Iron.) 


Back View. Front View. 


These Pipe Vices are made of best Malleable Iron, and are 
fitted with Steel Screw. The Jaws are machined from Tool Steel, 
and are carefully hardened and tested. The Frame is reversible 
so that the Vice can be operated either right or left hand. 


These Pipe Vices are designed to withstand the heaviest pipe 
work, and are guaranteed unbreakable. 


The three Jaws are very firmly secured into the Body and Head, 
and ensure an unfailing grip of the pipe. 


Three Bolt Holes are provided in the base for securing firmly 
to bench or post. 


All parts are interchangeable, and are fully guaranteed against 
defect in material or workmanship. 
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RECORD SELF-LOCKING 
HINGED PIPE VICES 


(Strong Type. Malleable Iron). 


Price List of COMPLETE PIPE VICES. 


Approx. Extra Jaws 
List Price Weight (Tool Steel) 
Each Pounds Set of 3 


* No. 91 recommended for Electrical Conduits and Light Service 
only. 


Price List of PARTS. 


To suit Vice No. 


93% | 943 | 96 


11/9 | 17/6| 37/6 
7/6| 11/—| 24/- 


9/3 | 12/6| 27/6 


¥ 2/-| 3/3) 6/9 
Jaw Clamps .. i 4/-| 5/6| 10/- 
Lower Jaws (Tool 
Steel) os 3/6 8/6 
Upper Jaws 
Steel) .- each| 1/9 3/6 8/6 


Subject to liberal Discount. 


RECORD 
OPEN-SIDE PIPE YHGES 


Heavy Type. Light Type. 
Cast Iron. Malleable Iron. 


Tool Steel Jaw, with hardened teeth. Steel Screw and Handle. 
HEAVY TYPE. Cast Iron. 


Vice No. Will grip Pipes Approx. Weight List Price 
ches Pounds Each 


$ to 1} 
+ to 2 
+ to 3 
$+ to 4 
1 to 5 
1 to 6 
2 to 8 
31000 


0 


to 


Subject to liberal Discount. 
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RECORD CHAIN PIPE VICES. 


DROP-FORGED STEEL. 


These Chain Pipe Vices can be 
readily fixed to bench or post. They 
are compact and portable, Nos. 181 
and 182 being suitable for carrying in a 
tool kit. They are made of Drop- 
Forged Steel and are therefore 
unbreakable. 

The Jaws are carefully hardened 
and tempered to ensure long life. 

The Chains are made from High 
Tensile Steel subjected to special heat 
treatment, and are tested and guar- 
anteed to give dependable service. 

parts are interchangeable with 
standard make, and are fully guar- 
anteed against defect in material or 
workmanship. 

For convenience of shelving, Nos. 
181 and 182 are packed in boxes. 


For holding Pipes, Bars, Shafts, etc., from 4” to 8” diameter. 


Price List of COMPLETE PIPE VICES. 


Capacity 
Vice No. Size Pipe List Price Approx. Weight 
Inches Each Pounds 


4 to 2 29/- 
1 to 4 62/6 
+ to 6 112/6 
+ to 8 150/- 


Price List of PARTS, 


To suit Chain Pipe Vice 
No. 


181 | 182 | 183 | 184 


Extra Chain, with Screw .-| 10/6 | 20/- 
Extra Jaws are .. pair | 12/6 | 29/3 
Screw = ~e oe ae 6} 5/9 
Handle and Nut .. sn as 

Nut .. aa) 6 = Bp rey aia 4 


Subject to liberal Discount. 


RECORD 
FOLDING TRIPOD STANDS 


Fitted with Chain Pipe Vices. 


This Stand is portable and compact, and is a great convenience 


for Pipe Fitters for taking to the work. 


| 
No. 581 Stand, fitted with a No. 181. 
Record Chain Pipe Vice, for }-in. to 
2-in. pipes bse ae Sy 


No. 582 Stand, fitted with a No. 182 
Record Chain Pipe Vice, for }-in. to 
4-in. pipes a a Ss 


Subject to liberal Discount. 
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List Price 


ac 
Complete | 


58/— 


95/— 


Approx. 
Weight 
Pounds 


40 


56 


RECORD 
FOLDING TRIPOD STANDS 


Fitted with Hinged Pipe Vices 


This Stand is portable and compact, and is a great convenience 
for Pipe Fitters for taking to the work. 


List Price Approx. 
Each Weight 
Complete Pounds 


No. 592 Stand, fitted with a No. 92 
Record Hinged Pipe ae for 4-in. 


to 2-in. pipes 3 --| 54/- 


No. 5924 Stand, fitted with a No. 924 
Record Hinged Pipe ba for 4-in. 
to 24-in. pipes 3 sels 42/— 


Subject to liberal Discount. 
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RECORD 
CHAIN PIPE WRENCHES 


With Improved Chain Connection. 


Patent No. 234,392. 


With Flat Link Chain. 


Drop-Forged Steel, Double-Ended Reversible Jaws for 
gripping pipes, pipe-fittings, etc., from }” to 18” diameter. 


In this improved construction, the Connecting Link swings 
freely on a sleeve or bush, which is tightened between the prongs 
of the lever head by the centre stud passing through it. This holds 
the Jaws absolutely rigid and prevents working loose. 


TESTED AND GUARANTEED. 


The Chain is made from High Tensile Steel, subjected to special 
heat treatment, and is tested and guaranteed to give dependable 
service, 


The Jaws are carefully hardened and tempered to ensure long 
life. 


All parts are interchangeable with standard make, and are fully 
guaranteed against defect in material or workmanship. 
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RECORD 
CHAIN PIPE WRENCHES 


Drop-Forged Steel, Double-Ended Reversible Jaws. 


Price List of COMPLETE WRENCHES. 


Chain 
Capacity List Price Length Approx. Breaking 

Wrench Size Pipe Overall Weight Strain 

No. Inches Each Inches Pounds Pounds 


230 $ to 21/- 14 : 3,500 
231 % to 29/- 20 6,800 
232 ; to 41/6 9,600 
233 2 to 58/6 12,600 
2334 1 to Ly 14,100 
234 1} to 91/6 15,800 
235 2 to 150/- 21,600 
*216 4 to 18 333/6 40,000 


* No. 216 Wrench supplied with Non-Reversible Jaws. 


Price List of PARTS. 


To suit Wrench No. 


29/—| 37/6 | 62/6 


Extra Jaws 
Pair ae 39/6 | 45/9 | 62/6 


Extra Studs and 
Nuts Set} 1/9 4/6| 5/9| 7/6 


Extra Handles 
Each ..| 7/- 24/-| 30/-|53/- 


Subject to liberal Discount. 


RECORD 
STILLSON PIPE WRENCHES 


DROP-FORGED STEEL. 


Fig. 300. With Steel Handle. 
Made in sizes, 8, 10, 14, 18, 24, 36, 48 inches. 


Fig. 400. With Wood Handle. 
Made in sizes, 6, 8, 10, 14 inches. 


ESS 


WOOD HANDLE 


(omnes Se) 


STEEL HANDLE 
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RECORD STILLSON PIPE WRENCHES 


Drop-Forged Steel. 


_ Ee i Wrenches are made in two styles, Steel Handle and Wood 
andle. 

Wrenches 8” and above supplied with Steel Handles unless 
otherwise specified. 

These Wrenches are guaranteed against defect in material and 
hie a peers and all parts are interchangeable with other standard 
makes. 

The success of the RECORD STILLSON WRENCH is 
largely due to the high-class quality of Sheffield Steel put into it 
and to the scientific Heat Treatment of all the parts. 

The Handle and Jaw are subjected to various processes of Heat 
Treatment, which imparts the correct degree of Hardness to the 
gripping teeth, and also gives to the parts that Toughness which 
prevents breaking, and makes them difficult to bend. 


STEEL HANDLE WRENCH, Fig. 300. 


Length Will grip 
when Open Pipes List Price 
Inches Inches Each 


48” 


Jaws .. each 2/11) 4/7 | 6/3 ,; 9/-| 14/7| 23/9 | 37/6 
Frame and Pin ,, 2/4 | 2/11] 3/4 | 4/-| 7/4|11/6| 14/7 
Wood Handles 

n WPAV ED) Nes ee Ti bea a 


ea 
Steel Handles, 
with Spring 
each 4/10) 6/8 | 9/2 | 13/7| 21/6| 43/9 |70/10 

Nuts... ne -' 8d. |10d.! 1/3! 1/6! 2/41 4/7! 8/4 


Subject to liberal Discount. 
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RECORD THREE-WHEEL 
PIPE CUTTERS. 


The Record Three-Wheel Pipe Cutter is especially adapted to 
work where the tool cannot be revolved all round the pipe. 


A new feature is the RECORD FAST CUTTING WHEEL. 
The design of this new Wheel has been developed by extensive 
experiments and the reduction in the thickness of the cutting 
edge speeds up cutting, and is only made possible by the use of a 
new and better Steel, which is specially Heat-treated. 


This method produces a Wheel which cuts faster and lasts longer. 


o 
f& 
o 
o 
Ad 
v3 


Old Wheel. New Record. 
Fast-Cutting Wheel. 


All Record Wheels and Pins, and other parts of these Pipe 
Cutters, are interchangeable with the standard American make. 


These Tools are individually tested for cutting in line, and are 
guaranteed against defect in material or workmanship. 
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RECORD 
THREEWHEEL PIPE Gli HreRS 


Nos. 103, 104, 105 and 106. 
Price List of COMPLETE PIPE CUTTERS. 


Cutter Approx. 
No. Pipes List Price Weight 
Inches Each Pounds 


Wheels 
Wheel Pins 
Hook (without 
Wheels or Pins) 
each 
Slide and Wheel ,, 
Handle and 
Screw 


Subject to liberal Discount. 


RECORD 
EINK PIPE COTTPERS 


Fig. 45. As fixed on 4-in. Pipe. 


These Pipe Cutters are guaranteed throughout, and all parts are 
interchangeable with other standard makes. 


Will cut Pipes No. of 
Inches Wheels 


3 
Fig. 045 


ue 


tee 
ooo 


CONIHDUB | torr 


Fig. 45 


10 


Short Links and Three 
Wheels to increase the cutting 
range of Fig. 45 down to }-in. 


Figs. 45 & 45A 
combined 


Fig. 47 
(Extra large 
size with two 

handles) 


po a 


Booolderca Links 

End Links oi 

Handle complete et 
(Lever portion) 
(Socket portion) 


Spanner ‘(for large Pipe 
Cutters only) 4 


Subject to Discount. 


RECORD WIDE-RANGE PIPE 
CUTTER, Fig. 249. 


FOR “CUTTING = TO 3” PIPES: 


— as Sec: | a nis aS j 
As fixed for cutting }” to 14” pipes. _ As fixed for cutting 1?” to 3” pipes. 
The Hook can be instantly adjusted to either position by means 
of the thumb screw. 
The Body and Hook are made of best Malleable Iron. 


The Cutter Wheels and Wheel Pins are made of special Steel, 
carefully hardened and tempered. 


Approx. Weight 10 lbs. 
PRICE ae 50/- each. 
Extra Wheels, 15/— dozen. Extra Wheel Pins, 3/6 dozen. 


Subject to Discount. 
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BOLT 
SEC TIONS. CLIPPERS 


123 


RECORD 
POLT “SUIFr ens 


NUT eS oo, 


CHAIN CUTTERS 
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RECORD BOLT CLIPPERS, 
NUT SPLITTERS & CHAIN CUTTERS. 


Design and Interchangeability. 
Record Bolt Clippers are of standard American design and all parts 
are identical and interchangeable. 


Record Bolt Clippers are of high grade quality and finish and are 
guaranteed against defect in material or workmanship. 


Jaws. 
The Jaws are made of special Tool Steel, scientifically heat-treated, 
and each Jaw is tested to ensure correct temper, toughness and 
proper cutting. 
The Jaws, as well as the Top and Bottom Straps, are precision 
ground all over to give perfect fitting and smooth working. 


Clipper Cut Jaws. 

This is the standard type of Jaw and is suitable for general purposes. 
It is always supplied unless another type of Jaw is specified. 
Clipper Cut Jaws are designed for close cutting, having a short 
bevel on the one side and a long bevel on the opposite side. 
When other than soft materials are to be cut, such as spring wire, 
etc., Jaws of a special temper are required and should be clearly 
specified when ordering. 


Centre Cut Jaws. 


These Jaws are bevelled equally on each side, bringing the Cutting 
Edge in the middle. This form of Cutting Edge gives additional 
strength for heavy work and when cutting hard materials. 


Nut Splitter Jaws. 


These are for splitting square and hexagon nuts to remove them 
from bolts. When in operation the tool is in line with the bolt. 


Chain Cutter Jaws. 

These Jaws are made in 2 types, viz., to cut soft chain, and to cut 
hard chain. The Jaws for soft chain are not suitable for cutting hard 
chain, and requirements should be clearly stated when ordering. 
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No. Bolt Clippers, 
600 with Clipper Cut Jaws 16/6 


601 
602 
603 


33 33 
33 33 


33 33 


Free 


Price 


To cut To cut 


Bolts 
on 


Ap- 


Com- Threads Rods Length prox. 
Inches Inches Overall Weight 


plete 
Each 


21/- 
29/6 
37/6 


diam. 


ae 


dla vi- ow 


1 
4 

is 
3 
8 
a 
2 


18 
24 
30 
36 


diam. Inches Pounds 


34 
54 
8 
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IMPORTANT—Bolt Clippers with Clipper Cut Jaws are always 


Bolt Clippers, 
600-CC with Centre Cut Jaws 16/6 


601-CC 
602-CC 
603-CC 


600-SNS Side 


601-SNS 
602-SNS 
603-SNS 


600-SCC Soft Chain Cutter 


601-SCC 
602-SCC 
603-SCC 


33 33 


> 32 
33 32 
>> > 


33 23 


2a 
29/6 
37/6 


22/- 
26/- 
35/6 
44/- 


supplied unless otherwise ordered. 


B)a I+ wo ae 


To split 
Nuts 
Sizes 


Ba NI wo 


Tocut 


N= ofa Be i+ 


Chain Links 


20/- 
25/- 
33/6 
41/6 


600-HCC Hard Chain Cutter 22/- 


601-HCC 
602-HCC 
603-HCC © 


32> 33 
33 33 


33 35 


28/- 
37/- 
46/- 


a3 
ts 


Spare Parts on pages 129 and 130. 
Subject to Discount. 
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RECORD BOLT CLIPPERS 
NUT SPLITTERS & 
CHAIN CUTTERS 


To cut To cut 


Bolts Soft 
Price on Steel Ap- 
Com- Threads Rods Length prox. 
No. = plete Inches Inches Overall Weight 
Bolt Clippers, Each diam. diam. Inches Pounds 
604 with Clipper Cut Jaws 50/- S 3 42 19 
604-CC ,, Centre ,, ,, 58/— 3 - 42 19 


St 
. . t 
Side Nut Splitter, Sikes 


604-SNS =e - .- 64/6 §& 42 19 


Tocut 


Chain sa 
Soft Chain Cutter, a 
604-SCC me ai -- 62/6 & 42 19 


To cut 
Chain Links 
Inches 


Hard Chain Cutter, diam. 
604-HCC - 69/6 4 42 19 


Spare Parts on pages 129 and 130. 


Subject to Discount. 
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_Tocut To cut 
Bolts Soft 
Price on Steel Ap- 
Com- Threads Rods Length prox. 
plete Inches Inches Overall Weight 
Each diam. diam. Inches Pounds 


Bolt Clippers 
with ClipperCut Jaws 11/6 ¥% 
33 3) 33 12/ 6 3 


IMPORTANT—Bolt Clippers with Clipper Cut Jaws are always 
supplied unless otherwise ordered. 


—" 
nj alo 


LS) 


Bolt Clippers 
610-CC with Centre Cut Jaws 11/6 ¥% 


1 
a 
614-CC 22 ” > ts 


To split 
uts 
Sizes 


614-SNS Side Nut Splitter 18/- x 


To cut 
Chain Links 
Inches 
diam. 


610-SCC Soft Chain Cutter 14/6 4 
614-SCC >» » 15/6 ¥s 


To cut 
Chain Links 
Inches 
diam. 


610-HCC Hard Chain Cutter 16/6 4 
614-HCC » » 17/6 
Spare Parts on pages 129 and 130. 


Subject to Discount. 


SPARE PARTS FOR. 
RECORD BOLT CLIPPERS, 
NUT SPLITTERS & CHAIN CUTTERS. 


© © a 


LOCK NUTS ADJUSTING 
ARM SCREW 


0 ADJUSTING ARM & RIVET 


LOCKING PLATE (RIGHT) 


C= Ko SSS 


CONNECTING BOLT 
JAW (RIGHT) ‘clus HANDLE (RIGHT) 


EYE BOLT & NUT & RIVET 


BUFFERS 
CENTRAL CONNECTING BOLT 


JAW (LEFT) 


? 


CONNECTING BOLT 
(LEFT) 


5} § ADJUSTING ARM & RIVET 
ra.) 


TOP STRAP 


HANDLE (LEFT) 


LOCKING PLATE BOLT & NUT 


(838) 4 g 0 EYE BOLT & NUT & RIVET 


ADJUSTING 
BOTTOM STRAP ARM SCREW 


Spare Parts Price List on page 130. 


N.B.—All Spares are interchangeable with American make. 


SEFARE FARTS” PRICE EIST. 


To suit No. 600 


Jaws, Bolt Clipper, Clipper Cut, 
Right and Left 3 


Jaws, Bolt Clipper, Centre Cut, 
Right and Left ae 


Jaws, Side Nut Splitter, Right 
and Left .. 


Jaws, Soft Chain, Right and 
Left . 


Jaws, Figed Chala, Right and 
Left . 


Bottom Strap witli Bolts 

Bottom Strap only 

Top¥Strap 

Locking Plate .. 

Locking Plate Bolt 

Lock Nuts 

Handles (Pair Samples with 
Fittings) 

Handle, Right, tcl Finings 

Handle, Left, without Fittings 


Adjusting Arm (Right) and 
Rivet. . a 

Adjusting rae (Lef ) and 
Rivet 


Centre Connietiog Bolt (Right 
Thread) 


Connecting Bolt (Right Side, 
Left Thread) : 


Connecting Bolt (Left Side, 
Right Thread) 0 


Eye Bolt, Nut and Rivet 
Buffers, Washers and Rivets .. 
Arm Adjusting Screws 


Jaw Bolt, Left Side, Right 
Thread 


Jaw Bolt, Right Side, Left 

hread si 

Adjusting Lever, Right, and 
Rivet : 


Adjusting Sper, chs and 
Rivet 


Outside ‘Adiusting Seen, Right 
Outside Adjusting Screw, Left 
Inside Adjusting Screw, Right 
Inside Adjusting Screw, Left .. 
Pin between Jaws 

Right Section and Rivet 

Left Section and Rivet 
Handle Set Screw 

Section Set Screw 


601 


10/6 
10/6 
16/6 
15/- 


16/6 
3/3 
1/3 
1/- 

4d. 
l/- 


3/6 


2/- 


603 


18/6 
18/6 
26/6 


604 


22/6 
28/- 


610 


6/- 
6/- 


CRAMPS 
JACKS & 
PLUMB BOBS 


SECTION 6. 


RECORD STEEL SASH CRAMPS 


With Improved Malleable Iron Fittings. 


Fig. 135 Bar 14”4”", Depth of Jaws 2” 
Fig. 133 Bar 14”x 3”, Depth of Jaws 23” 


Fig. 131 Bar 13”x%", Depth of Jaws 22” 


Fig. 132 Bar 13" x +”, Depth of Jaws 23” 
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RECORD 
STEEL SASH CRAMPS 


With Improved Malleable Iron Fittings. 


Bright Steel Bar (Square Edges). 
Malleable Iron Head and Jaws, finished black. 
Bright Steel Screws and Handles, 


Fitted with Bar Stop to prevent Loose Shoe from being lost. 
The Sliding Shoe has a Solid Steel Taper Peg. 


Each Cramp will admit between Jaws 6” less than lengths given. 


Fig. 131 Fig. 132 Fig. 133 


Length of Bar 14" x} 1h’ x &” 1b x" %” 


11/7 14/10 13/10 
12/- 15/5 14/5 
12/5 16/- 15/- 
12/10 16/7 15/7 
13/3 17/2 16/2 

17/9 16/9 

18/4 17/4 


Subject to liberal Discount. 


LENGTHENING BARS 
FOR RECORD SASH CRAMPS 


For Fig. 131 
Section of Bar, 1}” x }’ 


Length a ..Inches 24 30 36 42 48 
LIST PRICE ao ach: 7/2.5 7/1 “8/—— "8/5. -8716 
For Fig. 132 
Section of Bar, 14”x +” 
Length ;..bnehes' +24 15305 136) #42, 48a 54 60 


LIST PRICE Each 8/10 9/5 10/— 10/7 11/2 11/9 12/4 


For Fig. 133 
Section of Bar, 14” x ” 


Length .-Inches 24 30 36 42 48 54 60 
LIST PRICE Each 8/10 9/5 10/— 10/7 11/2 11/9 12/4 


For Fig. 135 
Section of Bar, 1}” x }” 


Length Ae .-Inches 24 30 36 42 48 
PisiePRICE  -.. Each -7/2°- 7/7 =98/—. 98/5.- 8/10 


Subject to liberal Discount. 
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A 


RECORD RIBBED G CRAMPS 
Fig. 120 


For Light Woodworking Service. 


RECORD 


Malleable Iron Frame, Steel Screw with machine-cut square 
thread. 


10’ and 12” sizes are fitted with Vice Handles. 


All sizes fitted with Swivel Shoe which adapts itself to any 
angle of grip. 


To take in Inches 2 | 3 4 5 10 


LIST PRICE 
Each] 2/6| 3/—| 4/—| 5/—| 6/—| 7/—| 8/—| 9/—|10/- 


Subject to liberal Discount. 
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RECORD T-BAR CRAMPS 


With Non-Bending Steel Bars. 


Extra Long Head 
for strength and 
durability. 


/ Full Size Section. 
Uy Fig. 136 LIGHT. 


a an 
13” x 3". 


Solid Steel 
Taper Peg. 


HIGH-TENSILE STEEL 
Non-Bending Bar. > 


Full Size Section. 
Fig. 138 STRONG 


eee 


Bar Stop to prevent 
Shoe from being lost. 
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RECORD T-BAR CRAMPS 


With Non-Bending Steel Bars. 


The Bars of these Cramps are made of special tough Steel of high 
tensile and non-bending quality, and the Bar will not bend or 
spring in use. 


The ““T”’ edges on which the Jaws slide are accurately machined 
and polished bright to ensure easy sliding movement. 


The Head is made of best Malleable Iron, and the threaded part 
in which the Screw works is made extra long to give smooth working 
and increased durability. 


The Jaws are of best Malleable Iron, finished black. 


Stop is fitted at end of bar to prevent Sliding Shoe from being 
lost. 


Sliding Shoe has solid steel taper peg for easy adjustment. 


Fig. 136 Light ““T”’ Bar Cramp has 23” deep Jaws, and Fig. 138 
Strong Cramp 24” deep Jaws. 


Each Cramp will admit between Jaws 6” less than lengths 
stated below. 


Strong, 
Fig. 138 
28” xf’ 


22/6 
23/3 
24/- 
24/9 
25/6 
26/3 
27/- 
27/9 
28/6 


Subject to liberal Discount. 


LENGTHENING BARS 
FOR RECORD T-BAR CRAMPS 


Lengthening Bars Fig. 137, to suit Cramps Fig. 136. 
Section of Bar, 12?’ x }?’. 


Length sched 24 30 42 54 60 


List Price each| 7/8 | 8/3 | 8/10 | 9/5 | 10/- | 10/7 | 11/2 


Lengthening Bars Fig. 139, to suit Cramps Fig. 138. 
Section of Bar 28” x }. 


l 

Length inches | 30 | 36 | 42 | 48 | 54 | 60 | 66 | 72 

List Price each | 10/9) 11/6] 12/3] 13/—| 13/9| 14/6 | 15/3 | 16/- 
a 


Subject to liberal Discount. 
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RECORD 
BRASS PLUMB BOBS 
No. 1405 


Polished and Lacquered 


Record Plumb Bobs are made with Steel Points and removable 
threaded Cap for inserting the line. 
approximate. 


The weights given are 


Approx. 
Weight oz.| 14 


No. .-| 00 


Price 
Each net | 9d, 


2/2 | 2/6 | 3/3 | 4/- 


RECORD FLOORING CRAMPS 


Side Action Top Action 
Approx. weight, 24 Ibs. Approx. weight, 28 lbs. 


Cast Iron Body of guaranteed strength, Malleable Iron Fittings, 
Steel Screw. 


Fig. 150 (Side Action). 


No. 1 2 


To suit Joists .. inches | 14 to 34 14 to 44 
List Price .. pe ag 24/3 25/- 


Fig. 151 (Top Action). 
No. 1 2 
To suit Joists .. inches | 14 to 3} 14 to 44 
List Price Me a3 25/9 26/6 


Subject to liberal Discount. 


RECORD 


casy 


FLOORING CRAMP. No. 152 


UNBREAKABLE, 


FEATURES : 


Unbreakable, as all parts are made of Steel or Malleable Iron. 
Light in weight—13 Ibs. complete. 
Will stand rough usage. 


Gears are machine cut from the solid, ensuring smooth and 
easy running. 


Rapid Screw Action and Positive Grip. 


Quickly released from joist by Lever. 
To suit joists 13” to 43” Weight, 13 lbs. 


PRICE ce 22/6 Each 
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RECORD 
MOTOR “LORRY JACKS 


Cast Iron Body and Head of guaranteed strength, fitted 


with Steel Screw. 


Range of | Height | Diam. of 
Jack To Lift Price Lift when down! Base Weight 
No. Tons Each, net | Inches Inches Inches Pounds 


304 4 15/9 33 9 8 
17/6 63 11 8 22 


Steel Lever Bars, 1/6 each, only supplied when specified. 
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BREAST DRILLS 


DRILL CHUCKS 


CRAMPS 


Flooring 


PIPE TOOLS 
Cutters— 
Three-Wheel .... 118-119 
120-121 
Wide Range 


Folding Stands with Pipe 
112-113 


144 


114-115 
116-117 


BOLT CLIPPERS 
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GENUINE 


TRADE! RECORD) mark 
MADE IN ENGLAND. 


Fac a ne 


